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50 GALLON RO pumps  

Model 50G 50G-3

Voltage (VDC) 24 24

Inlet Water Pressure (MPa) 0,2 0,2

Work Pressure (MPa) 0,5 0,5

Amps (A) ≤0,65 ≤0,65

Max. Amps (A) ≤1,0 ≤1,0

Rated Flow (ml/min) ≥550 ≥550

Self-priming height (M) ≥1,0 ≥1,0

Dimensions (mm) 170x105x100 170x105x100

Model 50G-2 waterproof

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤0.66

Max. Amps (A) ≤1.1

Rated Flow (ml/min) ≥550

Self-priming height (M) ≥1.0

Dimensions (mm) 178*105*100

Model 50G-W

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤0.7

Max. Amps (A) ≤1.0

Rated Flow (ml/min) ≥550

Self-priming height (M) ≥1.0

Dimensions (mm) 188*105*100
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50 GALLON RO pumps  

Model 50S

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤0.95

Max. Amps (A) ≤1.3

Rated Flow (ml/min) ≥700

Self-priming height (M) ≥2.0

Dimensions (mm) 185*105*100

Model 50G-6

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤0.65

Max. Amps (A) ≤1.0

Rated Flow (ml/min) ≥550

Self-priming height (M) ≥1.0

Dimensions (mm) 170x105x100

Model 50S-2

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤1.0

Max. Amps (A) ≤1.3

Rated Flow (ml/min) ≥700

Self-priming height (M) ≥2.0

Dimensions (mm) 192*105*100
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75 GALLON RO pumps  

Model 75-2AW

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤1.0

Max. Amps (A) ≤1.5

Rated Flow (ml/min) ≥900

Self-priming height (M) ≥1.0

Dimensions (mm) 195*105*100

Model 75-1

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤0.65

Max. Amps (A) ≤1.2

Rated Flow (ml/min) ≥600

Self-priming height (M) ≥1.0

Dimensions (mm) 178*105*100

Model 75-2 75-2A

Voltage (VDC) 24 24

Inlet Water Pressure (MPa) 0,2 0,2

Work Pressure (MPa) 0,5 0,5

Amps (A) ≤1.0 ≤1.0

Max. Amps (A) ≤1.5 ≤1.5

Rated Flow (ml/min) ≥830 ≥830

Self-priming height (M) ≥1.0 ≥1.0

Dimensions (mm) 186*105*100 178*105*100
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75 GALLON RO pumps  

Model 75S-2

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤1.3

Max. Amps (A) ≤1.6

Rated Flow (ml/min) ≥800

Self-priming height (M) ≥2.0

Dimensions (mm) 195*105*100

Model 75S

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0

Work Pressure (MPa) 0,5

Amps (A) ≤1.3

Max. Amps (A) ≤1.6

Rated Flow (ml/min) ≥900

Self-priming height (M) ≥1.0

Dimensions (mm) 195*105*100
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100 GALLON RO pumps  

Model 100-2

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤1.0

Max. Amps (A) ≤1.55

Rated Flow (ml/min) ≥1050

Self-priming height (M) ≥1.0

Dimensions (mm) 195*105*100

Model 100S

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0

Work Pressure (MPa) 0,5

Amps (A) ≤1.2

Max. Amps (A) ≤1.8

Rated Flow (ml/min) ≥980

Self-priming height (M) ≥2.0

Dimensions (mm) 195*105*100

Model 100-1 100-1A

Voltage (VDC) 24 24

Inlet Water Pressure (MPa) 0,2 0,2

Work Pressure (MPa) 0,5 0,5

Amps (A) ≤1.0 ≤1.2

Max. Amps (A) ≤1.55 ≤1.8

Rated Flow (ml/min) ≥980 ≥980

Self-priming height (M) ≥1.0 ≥1.0

Dimensions (mm) 185*105*100 185*105*100
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150 GALLON RO pumps  

Model 150W

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤1.35

Max. Amps (A) ≤2.1

Rated Flow (ml/min) ≥1500

Self-priming height (M) ≥1.5

Dimensions (mm) 212*105*100

Model 150S

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤1.5

Max. Amps (A) ≤2.1

Rated Flow (ml/min) ≥1300

Self-priming height (M) ≥2.0

Dimensions (mm) 195*105*100

Model 150G

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤1.35

Max. Amps (A) ≤2.1

Rated Flow (ml/min) ≥1500

Self-priming height (M) ≥1.5

Dimensions (mm) 195*105*100



 PUMPS 

EKO-TRADING CO., LIMITED  •  www.eko-rus.org

8

200 GALLON RO pumps  

Model 200G

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤1.8

Max. Amps (A) ≤2.5

Rated Flow (ml/min) ≥1980

Self-priming height (M) ≥2.0

Dimensions (mm) 212*105*100

Model 200W

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤1.8

Max. Amps (A) ≤2.5

Rated Flow (ml/min) ≥1980

Self-priming height (M) ≥2.0

Dimensions (mm) 212*105*100

Model 200S

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0

Work Pressure (MPa) 0,5

Amps (A) ≤1.85

Max. Amps (A) ≤2.55

Rated Flow (ml/min) ≥1750

Self-priming height (M) ≥2.0

Dimensions (mm) 195*105*100

Model 250J

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤2.0

Max. Amps (A) ≤2.5

Rated Flow (ml/min) ≥1750

Self-priming height (M) ≥1.0

Dimensions (mm) 192*105*95
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300 GALLON RO pumps  

Model 300W-2

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤2.2

Max. Amps (A) ≤3.0

Rated Flow (ml/min) ≥2800

Self-priming height (M) ≥2.0

Dimensions (mm) 205*105*100

Model 300W

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤2.2

Max. Amps (A) ≤3.0

Rated Flow (ml/min) ≥2800

Self-priming height (M) ≥2.0

Dimensions (mm) 220*105*100

Model 300S

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0

Work Pressure (MPa) 0,5

Amps (A) ≤2.8

Max. Amps (A) ≤3.6

Rated Flow (ml/min) ≥2550

Self-priming height (M) ≥2.0

Dimensions (mm) 235*105*100

Model 300W-1

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤2.2

Max. Amps (A) ≤3.0

Rated Flow (ml/min) ≥2800

Self-priming height (M) ≥2.0

Dimensions (mm) 195*105*100
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400 GALLON RO pumps  

600 GALLON RO pumps  

Model DP125-400W

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤3.5

Max. Amps (A) ≤5.0

Rated Flow (ml/min) ≥3800

Self-priming height (M) ≥1.0

Dimensions (mm) 260*105*135

Model DP150-600-1

Voltage (VDC) 36

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,7

Amps (A) ≤2.5

Max. Amps (A) ≤3.5

Rated Flow (ml/min) ≥3200

Self-priming height (M) ≥2.5

Dimensions (mm) 235*105*135

Model DP150-600W

Voltage (VDC) 36

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,7

Amps (A) ≤4.0

Max. Amps (A) ≤5.5

Rated Flow (ml/min) ≥4800

Self-priming height (M) ≥1.0

Dimensions (mm) 260*105*135

Model DP160-400W

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,8

Amps (A) ≤5.8

Max. Amps (A) ≤7.0

Rated Flow (ml/min) ≥3800

Self-priming height (M) ≥1.0

Dimensions (mm) 260*105*135
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ENERGY SAVING RO pumps  

Model 75JW

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤0.85

Max. Amps (A) ≤1.3

Rated Flow (ml/min) ≥830

Self-priming height (M) ≥1.0

Dimensions (mm) 180*105*90

Model 50J 50JA

Voltage (VDC) 24 24

Inlet Water Pressure (MPa) 0,2 0,2

Work Pressure (MPa) 0,5 0,5

Amps (A) ≤0.65 ≤0.65

Max. Amps (A) ≤1.0 ≤1.0

Rated Flow (ml/min) ≥550 ≥550

Self-priming height (M) ≥1.0 ≥1.0

Dimensions (mm) 170*105*90 170*105*90

Model 50J-2 waterproof

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤0.65

Max. Amps (A) ≤1.0

Rated Flow (ml/min) ≥550

Self-priming height (M) ≥1.0

Dimensions (mm) 170*105*90

Model 50JW

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤0.64

Max. Amps (A) ≤1.0

Rated Flow (ml/min) ≥550

Self-priming height (M) ≥1.0

Dimensions (mm) 180*105*90
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ENERGY SAVING RO pumps  

MINI RO pumps 

Model 75JS

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0

Work Pressure (MPa) 0,5

Amps (A) ≤1.3

Max. Amps (A) ≤1.6

Rated Flow (ml/min) ≥800

Self-priming height (M) ≥2.0

Dimensions (mm) 180*105*90

Model 50MS

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤1.0

Max. Amps (A) ≤1.5

Rated Flow (ml/min) ≥600

Self-priming height (M) ≥2.0

Dimensions (mm) 145*85*70

Model 50JS

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0

Work Pressure (MPa) 0,5

Amps (A) ≤1.0

Max. Amps (A) ≤1.3

Rated Flow (ml/min) ≥700

Self-priming height (M) ≥2.0

Dimensions (mm) 180*105*90

Model 50MW

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0,2

Work Pressure (MPa) 0,5

Amps (A) ≤0.8

Max. Amps (A) ≤1.2

Rated Flow (ml/min) ≥550

Self-priming height (M) ≥1.0

Dimensions (mm) 145*85*70
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ENERGY SAVING RO pumps  

Model 75K

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0

Work Pressure (MPa) 0,5

Amps (A) ≤1.3

Max. Amps (A) ≤1.6

Rated Flow (ml/min) ≥800

Self-priming height (M) ≥2.0

Dimensions (mm) 210*105*135

Model 50K

Voltage (VDC) 24

Inlet Water Pressure (MPa) 0

Work Pressure (MPa) 0,5

Amps (A) ≤0.95

Max. Amps (A) ≤1.3

Rated Flow (ml/min) ≥700

Self-priming height (M) ≥2.0

Dimensions (mm) 210*105*135


