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MAG electromagnetic flowmeters

• 	 Design for most application, 
	 flange conection type, 
	 hogh perfomance
• 	 Diameter: DN10…DN2200 mm
• 	 Lining: FEP (DN10…DN500, 
	 Chloroprene Rubber,  
	 PU (DN10…DN500
• 	 Accuracy: 0,5% of Reading
• 	 Calibration flow range: 
	 0,5…10 m/s, measured flow 
	 range: 0,2…10 m/s
• 	 Flow sensor housing material: 
	 cast aluminium  
	 (DN10…DN100), carbon steel 
	 (DN125…DN2200)
• 	 Temperature class: 80°C Class, 
	 120°C Class, 180°C Class
• 	 Protection class: IP65 (std.), 
	 IP68 (opt.), IP67 (opt.)
• 	 Power supply: 85…240 VAC, 
	 20…36 VDC, lithium battery

• 	 Wafer connection type,  
	 suitable for different flange 
	 dimension
• 	 Diameter:  
	 DN25…DN200 mm
• 	 Lining: FEP
• 	 Accuracy: 0,5% of Reading
• 	 Flow sensor housing  
	 material: carbon steel
• 	 Temperature class:  
	 80°C Class
• 	 Protection class: IP65
• 	 Power supply: 85…240 VAC, 
	 20…36 VDC

MAG1000 Standard type MAG2000 Wafer type

• 	 High perfomance, polished 
	 stainless steel, full welding
• 	 Flow transmitter:  
	 MT200 (std.),  
	 MT200HD (opt.)
• 	 Diameter:  
	 DN10…DN200 mm
• 	 Lining: FEP
• 	 Flow sensor housing  
	 material: SS304 (std.), 
	 SS316 (opt.)
• 	 Temperature class:  
	 80°C Class, 120°C Class, 
	 180°C Class
• 	 Protection class: IP65 (std.), 
	 IP68 (opt.), IP67 (opt.)
• 	 Power supply: 85…240 VAC, 
	 20…36 VDC, lithium battery

• 	 Design for food and  
	 beverage industry, made  
	 by stainless steel
• 	 Diameter: DN3…DN150 mm
• 	 Lining: FEP
• 	 Connection: Tri-clamp, 
	 thread (DIN11851),  
	 customized
• 	 Flow sensor housing  
	 material: SS304 (std.), 
	 SS316 (opt.)
• 	 Temperature class: 80°C 
	 Class, 120°C Class,  
	 180°C Class
• 	 Power supply: 85…240 VAC, 
	 20…36 VDC

MAG4000 Stainless steel typeMAG3000 Sanitary type

• 	 Design for high pressure 
	 application, such as oil 
	 field water injection,  
	 offshore platform
• 	 Diameter: 
	 DN10…DN200 mm
• 	 Working pressure: 
	 PN6.4 MPa, PN10 MPa, 
	 PN20 MPa, PN32 MPa, 
	 PN42 MPa
• 	 Lining: FEP, PU
• 	 Temperature class:  
	 80°C Class, 120°C Class, 
	 180°C Class
• 	 Protection class: IP65 (std.), 
	 IP68 (opt.), IP67 (opt.)
• 	 Power supply: 85…240 VAC, 
	 20…36 VDC, lithium battery

• 	 Design for high pressure 
	 application, such as oil 
	 field water injection,  
	 offshore platform
• 	 Diameter: 
	 DN10…DN200 mm
• 	 Working pressure: 
	 PN6.4 MPa, PN10 MPa, 
	 PN20 MPa, PN32 MPa, 
	 PN42 MPa
• 	 Lining: FEP, PU
• 	 Temperature class:  
	 80°C Class, 120°C Class, 
	 180°C Class
• 	 Protection class: IP65 (std.), 
	 IP68 (opt.), IP67 (opt.)
• 	 Power supply: 85…240 VAC, 
	 20…36 VDC, lithium battery

MAG5000 High pressure type MAG8000 Water meter type
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USF ultrasonic flowmeters

LWG turbine flowmeters

• 	 Low cost solution, no pipe  
	 cutting work 
• 	 Diameter: DN15…DN6000 mm
• 	 Working temperature:  
	 -40°C…-90°C (std.),  
	 -40°C…+160°C (opt.)
• 	 Accuracy: ±1%
• 	 Flow sensor protection:  
	 IP67 (std.), IP68 (opt.)

• 	 Easy and fast installation
• 	 Integral with installation ruller	
• 	 Diameter: DN15…DN700 mm
• 	 Working temperature: 
	 -40°C…-90°C (std.), 
	 -40°C…+160°C (opt.)
• 	 Accuracy: ±1%

• 	 Double beam ultrasonic 
	 sensors	
• 	 Built-in lithium battery for  
	 6 years life expectancy
• 	 Protection class: IP68
• 	 Diameter: DN15…DN300 mm
• 	 Working temperature:  
	 -10°C…+45°C
• 	 Communication: RS485/ 
	 USART/Infrared

• 	 Installation and uninstall don't 
	 need stop workong
• 	 No maintenance cost for long 
	 term working
• 	 Good solution for cement pipe, 
	 glass steel pip
• 	 Diameter: DN80…DN6000 mm
• 	 Working temperature: 
	 -40°C…+160°C (std.)
• 	 Accuracy: ±1%

• 	 Easy installation and flange 
	 connection
• 	 No maintenance cost for long 
term workin
• 	 Diameter: DN15…DN1000 mm
• 	 Working temperature: 
	 -40°C…+160°C (std.)
• 	 Accuracy: ±1%

• 	 Built-in rechargeable battery  
	 and 90…260 VAC power supply
• 	 The battery can work up to  
	 12 hours after full charged
• 	 LCD display total flow, instantaneous 
	 flow, flow velocity
• 	 RS485 communication

USF1000 Clamp-on type	

USF3000 Clamp-on type	

USF8000 Water meter type

• 	 Battery supply
• 	 LCD display
• 	 Accuracy: ±1%, ±0,5% (opt.)
• 	 Diameter: DN4…200 mm
• 	 Tube material: SS304,  
	 SS316 (opt.)

LWGD

• 	 LCD display
• 	 Accuracy: ±1%, ±0,5% (opt.)
• 	 Diameter: DN4…200 mm
• 	 Tube material: SS304,  
	 SS316 (opt.)
• 	 Output signal: 4…20 mA,  
	 pulse output, RS485, Modbus

LWGF

• 	 12…24 VDC supply	
• 	 No display
• 	 Accuracy: ±1%, ±0,5% (opt.)
• 	 Diameter: DN4…200 mm
• 	 Tube material: SS304,  
	 SS316 (opt.)
• 	 Output signal: pulse output

LWGP

USF2000 Insertion type

USF4000 Inline type

UT130 Hand held flow transmitter
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VTX vortex flowmeters

CORIOLIS mass flowmeters VA variable area flowmeters

• 	 Measuring for liquids,  
	 gas and steam
• 	 LCD display, no signal output, 
	 low cost solution
• 	 Diameter: DN15…300 mm
• 	 Working temperature:  
	 -20°C…+350°C
• 	 Power supply: 24 VDC,  
	 battery supply
• 	 Protection class: IP65
• 	 Accuracy: ±1% (liquids),  
	 ±1,5% (gas and steam)

• 	 With temperature and pressure 
	 compensation
• 	 LCD display, 24 VDC power, 
	 4…20 mA output
• 	 Diameter: DN15…300 mm
• 	 Accuracy: ±1% (liquids), 
	 ±1,5% (gas and steam)

• 	 Measuring mass of liquids  
	 and gas	
• 	 Diameter: DN15…100 mm
• 	 Accuracy: ±0,2% R (liquids),  
	 ±0,5% R (gas)
• 	 Working temperature:  
	 max. +350°C
• 	 Integral and remote type	

• 	 Easy solution for measuring 
	 liquids, gas and steam
• 	 Diameter: DN15…200 mm
• 	 Various installation structio
• 	 Power supply: 24 VDC 2-wire 
	 and 3-wire, 220 VAC,  
	 battery supply
• 	  Analog display or LCD display
• 	 4…20 mA output, pulse output
• 	 Working temperature:  
	 max. +100°C (std.),  
	 +120°C (PTFE), +450°C (opt.)
• 	 Accuracy: ±1,5%		

VTX1000

Integral type

VA50

Remote type

VTX3000
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LZM acrylic tube rotameters

LZM serial flow meter, which is made of Acrylic, is used to measure the single-phase non-pulsating 
flux of liquid or gas. It is featured in beatiful look, low weight and durability.		

LZM-6T O2

LZM-6T O2 Oxygen 
flow meter for con-
centrator. This flow 
meters is mainly used 
for measuring and 
controlling the flow 
of oxygen in oxygen 
concentrator.

Model No. Range Connection 
type Accuracy

Size (mm)

A B C D E F G H

LZM-6T O2

1 1-3

Tube ±5%

60 20

21 
or 
19

40

M10X1 
or 

9/16-18

8 22 8

2 1-5 70 20 50 7 22 7

3

0-5

93 20 70 10 22 80-9

0-10

4
1-5

96 20 70 13 22 8
0-6

5

0-5 1-5

106 20 80 13 22 8

0,1-1

2-10

0,5-10

0,5-14

4-25

0-1000 cc/min

6

1-5

108 20 70 25 22 80,5-10

2-10

7

0-5

115,5 20 90 13 22 8
1-5

2-10

0,5-14

With valve Valve Fitting Float O-ring

T - With v 1. Brass v 1. Brass v 1. Agate ball v 1. Fluorin rubber

O - No 2. SS 2. Brass cromeplate 2. SS ball 2. Butyl

3. SS

4. POM plastic

Note: mark v the material of the flow meter is the general configuration

TECHNICAL PARAMETERS

SPECIFICATION
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LZM-4T, 6T, 8T        

Model
Range

Screw thread Accuracy Size (mm)
ml/min (liquid) l/min (gas) A B C D E

LZM-4T

6-60 0,05-0,5

Direct Ø6

±4%

94 27 21 14 14 70

8-80 0,1-1
30-120 0,2-2
40-400 0,25-2,5

0,6-6
1-4
1-5
1-10
1-12

LZM-6T

6-60 0,1-0,8

(F) 1/4" BSP

102 30 25 20 M18x1,5 77

10-70 GPH 0,1-1
16-160 0,1-1,5
25-250 0,3-3
80-400 0,4-4
100-500 0,5-8
100-600 1-5
200-800 1-12
100-1000 2-10

2-20
3-15
3-30
4-20
5-25
6-30

10-60
10-70

10-100
0,05-0,25 m3/h
0,04-0,4 m3/h

LZM-8T
2,5-25 LPH 0,16-1,6 m3/h

110 25 25 20 M18x1,5 805-45 LPH 0,1-1 m3/h
6-60 LPH 0,2-2 m3/h

With valve Valve Fitting Float O-ring

With valve Valve Fitting Float O-ring
T - With v 1. Brass 1. ABS v 1. SS v 1. Silicon rubber
O - No 2. SS 2. PP 2. Acrylic 2. Fluorin rubber

3. PVC 3. Agata ball 3. Butyl
4. Brass 4. PTFE

v 5. Brass cromeplate
6. SS

Note: mark v the material of the flow meter is the general configuration	

TECHNICAL PARAMETERS

SPECIFICATION
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LZM-Z

Fitting Float O-ring

v 1. ABS v 1. SS v 1. Silicon rubber

2. PP 2. Fluorin rubber

3. PVC 3. Butyl

4. Brass

5. Brass cromeplate

6. SS

Note: mark v the material of the flow meter is the general configuration	

SPECIFICATION

TECHNICAL PARAMETERS

Model
Range

Screw thread Accuracy Size (mm)
ml/min (liquid) l/min (gas) A B C D E

LZM-4T

6-60 0,05-0,5

Direct Ø6

±4%

94 27 21 14 14 70

8-80 0,1-1
30-120 0,2-2
40-400 0,25-2,5

0,6-6
1-4
1-5
1-10
1-12

LZM-6T

6-60 0,1-0,8

(F) 1/4" BSP

102 30 25 20 M18x1,5 77

10-70 GPH 0,1-1
16-160 0,1-1,5
25-250 0,3-3
80-400 0,4-4
100-500 0,5-8
100-600 1-5
200-800 1-12
100-1000 2-10

2-20
3-15
3-30
4-20
5-25
6-30

10-60
10-70

10-100
0,05-0,25 m3/h
0,04-0,4 m3/h

LZM-8T
2,5-25 LPH 0,16-1,6 m3/h

110 25 25 20 M18x1,5 805-45 LPH 0,1-1 m3/h
6-60 LPH 0,2-2 m3/h
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LZM-J

Model
Range

Screw thread Accuracy
Size (mm)

GPM (liquid) LPM (liquid) Nm3/h (gas) A B C D E F G H I

LZM-15J

0,1-1 0,5-4 1-10

(M) 1/2" NPT       
(M) 1/2" BSP

±4%

216 32 206 37 33 100 1/2" 165 30

0,2-2 0,8-8 1,6-16
0,3-3 1-11 2,5-25
0,5-5 2-18 4-40
1-7 2-28

1,5-9 400-2000 LPH

LZM-20J

2-10 8-40 2,5-25

(M) 3/4" NPT       
(M) 3/4" BSP 233 39 220 44 49 100 3/4" 165 32

2-16 8-60 6-60
2-20 8-80 16-80

16-160

LZM-25J

1,5-15 6-60 20-200

(M) 1" NPT          
(M) 1" BSP 253 44 240 50 48 100 1" 175 40

3-13 10-50 25-250
4-24 10-100
5-35 10-130
5-45 20-170

Fitting Float O-ring

v 1. ABS v 1. SS v 1. Silicon rubber

2. PP 2. Agata ball 2. Fluorin rubber

3. PVC 3. PTFE 3. Butyl

4. Brass

5. Brass cromeplate

6. SS

Note: mark v the material of the flow meter is the general configuration	

TECHNICAL PARAMETERS

SPECIFICATION
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LZM

Model
Range

Screw thread Accuracy
Size (mm)

GPM (liquid) LPM (liquid) Nm3/h (gas) A B C D E F G H

LZM-15

0,1-1 0,5-4 1-10

(M) 1/2" BSPT

±4%

216 32 206 37 33 100 26 165

0,2-2 0,8-8 1,6-16
0,3-3 1-11 2,5-25
0,5-5 2-18 4-40
1-7 2-28

1,5-9 400-2000 LPH

LZM-20

2-10 8-40 2,5-25

(M) 3/4" BSPT 233 39 220 44 42 100 37 165
2-16 8-60 6-60
2-20 8-80 16-80

16-160

LZM-25

1,5-15 6-60 20-200

(M) 1" BSPT 253 44 240 50 31 100 37 175
3-13 10-50 25-250
4-24 10-100
5-35 10-130
5-45 20-170

LZM-40

10-45 40-170 ―

(M) 1 1/2" BSPT 265 62 250 62 33 100 52 170
15-50 60-200
10-60 60-240
20-70 80-260
20-80 80-300

Fitting Float O-ring

v 1. ABS v 1. SS v 1. Silicon rubber

2. PP 2. Agata ball 2. Fluorin rubber

3. PVC 3. PTFE 3. Butyl

4. Brass

5. Brass cromeplate

6. SS

Note: mark v the material of the flow meter is the general configuration	

TECHNICAL PARAMETERS

SPECIFICATION
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LZM-ZT

Model
Range

Screw thread Accuracy
Size (mm)

GPM (liquid) LPM (liquid) Nm3/h (gas) A B C D E F G H

LZM-15ZAT

15-150 LPH 0,1-1

(M) 1/2" BSPT     
(F) 1/4" BSPT

±4%

157 32 150 35 25 60 25 110
0,16-1,6

0,3-3
0,4-4

LZM-15ZT

0,1-1 0,5-4 0,04-0,4

175 32 168 35 25 76 25 127

0,15-1,5 0,6-6 0,1-1
0,2-2 1-7 0,16-1,6
0,3-3 1-11 0,25-2,5
0,5-5 2-18 0,3-3

0,4-4
0,6-6
0,8-8
1-10

1,6-16
1,8-18
2-20

2,5-25
3-30
4-40

LZM-25Z

2-10 5-35 20-100

(M) 1" BSPT 234 45 226 46 33 100 37 160

4-14 10-50 35-350
6-20 20-70 40-160

10-35 30-130 50-250
10-40 30-150
15-45 50-170

Fitting Float O-ring

Fitting Float O-ring

v 1. ABS v 1. SS v 1. Silicon rubber

2. PP 2. Fluorin rubber

3. PVC 3. Butyl

4. Brass

5. Brass cromeplate

6. SS

Note: mark v the material of the flow meter is the general configuration

TECHNICAL PARAMETERS

SPECIFICATION
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LZM-T

Model
Range

Screw thread Accuracy
Size (mm)

GPM (liquid) LPM (liquid) Nm3/h (gas) A B C D E F G H

LZM-15T

0,1-1 0,5-4 1-10

(M) 1/2" BSPT

±4%

216 32 206 37 36 100 28 165
0,2-2 0,8-8 1,6-16
0,3-3 1-11 2,5-25
0,5-5 2-18 4-40

LZM-20T

2-10 8-40 2,5-25

(M) 3/4" BSPT 233 39 220 44 42 100 37 165
2-16 8-60 6-60
2-20 8-80 16-80

16-160

LZM-25T

3-13 10-50 -

(M) 1" BSPT 253 44 240 50 31 100 37 175
6-24 20-100

10-35 30-130
10-45 30-170

Fitting Float O-ring

v 1. ABS v 1. SS v 1. Silicon rubber

2. PP 2. Fluorin rubber

3. PVC

4. Brass

5. Brass cromeplate

6. SS

Note: mark v the material of the flow meter is the general configuration	

TECHNICAL PARAMETERS

SPECIFICATION
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LZM-G

Fitting Float O-ring

v 1. ABS v 1. SS v 1. Silicon rubber
2. PP 2. Fluorin rubber
3. PVC
4. Brass
5. Brass cromeplate
6. SS

Note: mark v the material of the flow meter is the general configuration	

TECHNICAL PARAMETERS

SPECIFICATION

Model
Range

Screw thread Accuracy
Size (mm)

GPM (liquid) LPM (liquid) Nm3/h (gas) A B C

LZM-10G

- 2,5-25 LPH -

(M) 1/2" BSP     
(M) 1/2" NPT

±4%

187 130 22
5-45 LPH
6-60 LPH

10-100 LPH
16-160 LPH

LZM-15GD - 4-40 LPH 0,3-3 (F) 1/2" BSP 180 150 3210-100 LPH

LZM-15G                     
LZM-15GF

0,1-1 0,5-4 0,8-8

210 180 32
0,2-2 1-7 1-10
0,5-5 1,8-18 1,6-16
1,5-9 400-2000 LPH 2,5-25

4-40
LZM-20G                     
LZM-20GF

1-10 4-36 6-60 (F) 3/4" BSP 278 236 45100-1000 LPH

LZM-25G                     
LZM-25GF

1-10 4-36 6-30

(F) 1" BSP 265 235 51

1-15 5-60 10-100
2-20 10-70 15-140
5-30 20-110 16-160
5-40 20-150 25-250
5-45 20-170 35-350

20-60 80-220 80-400

LZM-40G                     
LZM-40GF

1-10 4-36 6-30

(M) 1 1/2" BSP 306 235 51

1-15 5-60 10-100
2-20 10-70 15-140
5-30 20-110 16-160
5-40 20-150 25-250
5-45 20-170 35-350

20-60 80-220 80-400

LZM-40GB

4-40 15-150 -

(F) 1 1/2" BSP 380 270 756-60 20-240
8-80 50-300

10-100 50-350

LZM-50G                     
LZM-50GF

20-80 80-300 100-500

(F/M) 2" BSP 380 (F) or 340 
(M) 270 75

20-100 80-360 120-600
40-120 150-450 300-850
50-150 190-560 400-1200
60-200 220-750 500-1400

LZM-75GF 120-300 450-1100 - (F) 3" BSP 392 298 110x110

Note: LZM-G - circular tube type flow meter, LZM-GF - quadrate tube type flow meter
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LZS

Taper tube is AS. Pipe, screw cap, float is ABS		
LZS-C: Long tube type, LZS-D: Short tube type		

Note: Long tube type without leader, short tube type with leader

TECHNICAL PARAMETERS

SPECIFICATION

LZS plastic tube rotameters

The LZS - durable plastic tube type rotameter is newly developed according the market need and 
gained the patent (ZL94208420.9).

1. Joint pipe	

2. Screw cap	

3. O-ring	

4. Upper stop plate	

5. Scale	

6. Taper tube	

7. Float	

8. Lower stop plate

Model DN (mm)

Range

Accuracy

Conditions Size (mm) 
Long tube type (С)

Size (mm) 
Short tube type (D)

Long tube type (C) Short tube type (D) Temperature 
(°C)

Pressure 
(Mpa) L D1 D2 D3 L D1 D2 D3

LZS-15 15

10-100 l/h 5-50 l/h

±4% 0-60 ≤0,6≤0,6

280 20 26 45 202 20 26 45

16-160 l/h 10-100 l/h
25-250 l/h 16-160 l/h
40-400 l/h 25-250 l/h
60-600 l/h 40-400 l/h

50-500 l/h
60-600 l/h

100-1000 l/h

LZS-20 20
- 60-600 l/h - - - - 231 25 35 45

100-1000 l/h

380 32 39 68 226 32 39 60
LZS-25 25

100-1000 l/h 4-40 l/min
160-1600 l/h 100-1000 l/h
250-2500 l/h 160-1600 l/h

250-2500 l/h

LZS-32 32
- 0,4-4 m3/h - - - - 288 40 49,5 74

0,6-6 m3/h

43 50 63 88 - - - -
LZS-40 40

0,4-4 m3/h (with 
leader) -

0,6-6 m3/h (with 
leader)

1-10 m3/h (with 
leader)

LZS-50 50

0,4-4 m3/h 1-10 m3/h 430 63 73 98 341 63 73 98

0,6-6 m3/h 1,6-16 m3/h

- - - - 430 75 88 122

1-10 m3/h

1,6-16 m3/h (with 
leader)

LZS-65 65

2,5-16 m3/h
5-25 m3/h
8-40 m3/h

12-60 m3/h
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LZS

Model DN 
(mm)

Range
Accuracy

Conditions Size (mm) 
Long tube type (C)

Size (mm) 
Short tube type (D)Long tube 

type (C)
Short tube 

type (D)
Temperature 

(°C)
Pressure 

(Mpa) L D1 (BSP) D2 D3 L D1 (BSP) D2 D3

LZS-15 15

10-100 l/h 5-50 l/h

±4% 0-60 ≤0,6

280 1/2" 26 45 202 1/2" 26 45

16-160 l/h 10-100 l/h
25-250 l/h 16-160 l/h
40-400 l/h 25-250 l/h
60-600 l/h 40-400 l/h

50-500 l/h
60-600 l/h

100-1000 l/h

LZS-25 25
100-1000 l/h 100-1000 l/h

380 3/4" 39 68 226 3/4" 39 60160-1600 l/h 160-1600 l/h
250-2500 l/h 250-2500 l/h

LZS-32 32 - 0,4-4 m3/h - - - - 288 1" 49,5 740,6-6 m3/h

LZS-50 50

0,4-4 m3/h 1-10 m3/h

430 1 1/2" 73 98 341 1 1/2" 73 980,6-6 m3/h 1,6-16 m3/h
1-10 m3/h

1,6-16 m3/h (with leader)

LZS-65 65

2,5-16 m3/h

- - - - 430 2" 88 1225-25 m3/h
8-40 m3/h

12-60 m3/h

Taper tube is AS. Pipe, screw cap, float is ABS
LZS-C: Long tube type, LZS-D: Short tube type

Note: Long tube type without leader, short tube type with leader

TECHNICAL PARAMETERS

SPECIFICATION

1. Joint pipe

2. Screw cap

3. O-ring

4. Upper stop plate

5. Scale

6. Taper tube

7. Float

8. Lower stop plate
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LZS

Taper tube is AS. Pipe, screw cap, float is ABS
LZS-C: Long tube type, LZS-D: Short tube type

Note: Long tube type without leader, short tube type with leader		

TECHNICAL PARAMETERS

SPECIFICATION

1. Flange

2. O-ring

3. Taper tube

4. Scale

5. Leader

6. Float

Model DN 
(mm)

Range
Accuracy

Conditions Size (mm) 
Long tube type (C)

Size (mm) 
Short tube type (D)Long tube 

type (C)
Short tube 
 type (D)

Temp.
(°C)

Pressure 
(Mpa) L D1 D2 D3 L D1 D2 D3

LZS-15 15

16-160 l/h 10-100 l/h

±4% 0-60 ≤0,6

320 or 470 14 65 95 241 14 65 95

25-250 l/h 16-160 l/h
40-400 l/h 25-250 l/h
60-600 l/h 40-400 l/h

60-600 l/h
100-1000 l/h

LZS-20 20

10-100 l/h 5-50 l/h
16-160 l/h 10-100 l/h

320 or 470 14 75 105 241 14 75 105

25-250 l/h 16-160 l/h
40-400 l/h 25-250 l/h
60-600 l/h 40-400 l/h

60-600 l/h
100-1000 l/h

LZS-25 25
100-1000 l/h 100-1000 l/h
160-1600 l/h 160-1600 l/h

432 or 470 16 85 115 281 16 85 115250-2500 l/h 250-2500 l/h

LZS-32 32 - 0,4-4 m3/h
0,6-6 m3/h

- - - - 355 17 100 140

LZS-40 40

0,4-4 m3/h (with leader)

0,4-4 m3/h (with leader)

0,4-4 m3/h (with leader)

0,4-4 m3/h (with leader)

0,4-4 m3/h (with leader)

0,4-4 m3/h (with leader)

0,6-6 m3/h (with leader)

0,6-6 m3/h (with leader)

0,6-6 m3/h (with leader)

0,6-6 m3/h (with leader)

0,6-6 m3/h (with leader)

0,6-6 m3/h (with leader)

570 18 110 150 500 18 110 1501-10 m3/h (with leader)

1-10 m3/h (with leader)

1-10 m3/h (with leader)

1-10 m3/h (with leader)

1-10 m3/h (with leader)

1-10 m3/h (with leader)

LZS-50 50

0,4-4 m3/h 0,4-4 m3/h
0,6-6 m3/h 0,6-6 m3/h

520 or 570 18 125 165 430 18 125 1651-10 m3/h 1-10 m3/h
1,6-16 m3/h 1,6-16 m3/h

LZS-65 65

- 2,5-16 m3/h
5-25 m3/h

- - - - 530 18 145 1858-40 m3/h
12-60 m3/h

LZS-80 80

- 2,5-16 m3/h
5-25 m3/h

- - - - 540 18 160 2008-40 m3/h
12-60 m3/h

LZS-100 100

14-90 m3/h 14-90 m3/h
18-120 m3/h 18-120 m3/h

550 18 180 215 510 or 540 18 180 215
20-150 m3/h 20-150 m3/h
25-180 m3/h 25-180 m3/h
25-200 m3/h 25-200 m3/h

LZS-125 125

14-90 m3/h 14-90 m3/h
18-120 m3/h 18-120 m3/h

550 18 210 250 510 18 210 250
20-150 m3/h 20-150 m3/h
25-180 m3/h 25-180 m3/h
25-200 m3/h 25-200 m3/h

LZS-150 150

14-90 m3/h 14-90 m3/h
18-120 m3/h 18-120 m3/h

560 22 240 280 510 22 240 28020-150 m3/h 20-150 m3/h
25-180 m3/h 25-180 m3/h
25-200 m3/h 25-200 m3/h

Long flange Short flange

Flange 
connection
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LZS-E/G

Polysulfone  (PSU) or Polycarbonate (PC) body, fittings made of PVC, ABS or SS floats capable of withsstanding higher temperatures. Thread joint and panel-
mounted fittings are easy to install, economical and endurable. LZS-E - PC body. LZS-G - PSU body.					   

Model Joint Male Female Elbow Float
LZS-15E or LZS-15G PVC PA6 / PVC 316
LZS-15EC or LZS-15GC PVC PA6 PA66 PVC 316
LZS-25E or LZS-25G PVC PA6 PA66 PVC ABS, 304
LZS-32E or LZS-32G PVC PA6 PA66 PVC ABS, 304
LZS-50E or LZS-50G PVC PA6 PA66 PA6 ABS, 304
LZS-65E or LZS-65G PVC PA6 PA66 / ABS

TECHNICAL PARAMETERS

DIMENSIONS

SPECIFICATION

Joint Male Female Elbow

Model DN (mm)
Range

Accuracy
Conditions

GPM LPM m3/h Temp. (°C) Pressure (Mpa)

LZS-15E or                
LZS-15G 15

0,1-1 0,5-4 10-100 l/h

±4% 0-60 (E) or                 
0-100 (G) ≤0,6

0,2-2 1-7 16-160 l/h
0,5-5 1,8-18 25-250 l/h

40-400 l/h
50-500 l/h
60-600 l/h

100-1000 l/h

LZS-15EC or                
LZS-15GC 15

0,1-1 0,5-4 10-100 l/h
0,2-2 1-7 16-160 l/h
0,5-5 1,8-18 25-250 l/h

40-400 l/h
50-500 l/h
60-600 l/h

100-1000 l/h

LZS-25E or                
LZS-25G 25

0,8-8 3-30 0,1-1
1-10 4-40 0,16-1,6

0,25-2,5

LZS-32E or                
LZS-32G 32

1,2-12 5-50 0,4-4
2-20 8-80 0,6-6

2,5-25 10-100

LZS-50E or                
LZS-50G 50

2,5-25 10-100 0,4-4
5-45 20-180 0,6-6
7-70 25-250 1-10

1,6-16

LZS-65E or                
LZS-65G 65

25-110 80-400 5-25
40-160 150-650 8-40
50-250 200-1000 12-60

Model L D
Joint Male Female Elbow

L1 B1 B2 L2 C L3 E L4 F G A H

LZS-15E or                
LZS-15G 100 Ø42 150 Ø20 Ø26 170 1/2" BSP 

or  1/2" NPT / / 155 52 27 Ø13 1/2" BSP or  
1/2" NPT

LZS-15EC or                
LZS-15GC 160 Ø50 210 Ø20 Ø26 225 1/2" BSP 

or  1/2" NPT 210 1/2" BSP or  
1/2" NPT 220 56 27 Ø13 1/2" BSP or  

1/2" NPT
LZS-25E or                
LZS-25G 170 Ø59 230 Ø32 Ø39 250 3/4" NPT 225 3/4" BSP or  

3/4" NPT 270 70,5 28 Ø20 3/4" BSP or  
3/4" NPT

LZS-32E or                
LZS-32G 225 Ø72 290 Ø40 Ø49 310 1" NPT 290 1" BSP or      

1" NPT 345 86 35 Ø26 1" BSP or      
1" NPT

LZS-50E or                
LZS-50G 290 Ø98 375 Ø63 Ø73 400 2" NPT 370 2" NPT 440 109 40 Ø45 2" BSP or      

2" NPT
LZS-65E or                
LZS-65G 325 Ø120 420 Ø75 Ø89 445 2 1/2" NPT 420 2 1/2" NPT / / / / /
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LZS-ET/GT

Corrosion resistant molded PSU or PC capable of withstanding higher temperatures. Value control fittings are easy to install, economical and endurable.
LZS-E - PC body. LZS-G - PSU body.	

Model Joint Male Female Elbow Float

LZS-15ET or LZS-15GT PVC PA6 / PVC 316

LZS-15ECT or LZS-15GCT PVC PA6 PA66 PVC 316

TECHNICAL PARAMETERS

SPECIFICATION

Model DN 
(mm)

Range
Accuracy

Conditions Size (mm)

GPM LPM Temperature (°C) Pressure (Mpa) A B C D E

LZS-15ET or
LZS-15GT 15

0,1-1 0,5-4

±4% 0-60 (E) or                 
0-100 (G) ≤1,0

187 157 Ø42 125 1/2" BSP or  
1/2" NPT0,2-2 1-7

0,5-5 1,8-18

LZS-15ECT or                
LZS-15GCT 15

0,1-1 0,5-4

250 220 Ø5 125 1/2" BSP or  
1/2" NPT0,2-2 1-7

0,5-5 1,8-18
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EV plastic tube rotameters

The flow meter construction is made of high strength engineering plastics (PC or PSU). Which is high 
temperature resistant and corrosion-proof allows multiple locations of installation. Working pressure: 
≤1,0 Mpa, temperature: 0...80°C (PC), 0...120 °C (PSU), accuracy: ±6%.

EV

Model
Range

GPM (water) LPM (water) GPM (air) LPS (air)

EV-15, EV-20, EV-25

0,5-5 2-20 80-320 5-20

1-7 4-26 160-480 10-30

1-10 4-35 240-720 15-45

1-16 5-60 320-1100 20-70

3-18 15-65

4-28 20-100

EV-40, EV-50

3-25 12-90 250-1500 15-95

5-50 20-200 350-2200 20-140

8-80 30-280 450-4500 25-275

10-100 40-380

Model Thread Material

EV-15 1/2" NPT, BSPT, BSP (M, F)

Brass, SS, PP, PVC

EV-20 3/4" NPT, BSPT, BSP (M, F)

EV-25 1" NPT, BSPT, BSP (M, F)

EV-40 1 1/2" NPT, BSPT, BSP (M, F)

EV-50 2" NPT, BSPT, BSP (M, F)

TECHNICAL PARAMETERS

SPECIFICATION
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LZB glass tube rotameters

LZB-4/6/10 F4 all the anticorrosive glass rotameter flow meters existed in the former market were 
some kinds of replacer, which were made of stainless steel, and these flow meters couldn't perform 
the function of anticorrosive indead. In order to flowmeter recently, whose main material is PTFE. At 
the same time, we succeeded in making the flow regulating valbe by PTFE, which makes the glass 
rotameter with small diameter and also has the function of antisepsis.

LZB-4/6/10 F4

Model LZB-4 F4 LZB-6 F4 LZB-10 F4

Diameter (mm) Ø4 Ø6 Ø10

Range

Liquid l/h

1-10 2,5-25 6-60

1,6-16 4-40 10-100

2,5-25 6-60 16-160

Gas m3/h

0,016-0,16 0,04-0,4 0,1-1

0,025-0,25 0,06-0,6 0,16-1,6

0,04-0,4 0,1-1 0,25-2,5

Accuracy ±4% ±4% ±4%

Pressure (MPa) ≤0,6 ≤0,6 ≤0,6

Model
Size (mm)

A B C D1 D2 E F

LZB-4 F4 80 120 150 (F) 1/4" BSP Ø9 37,5x34 2-M6

LZB-6 F4 80 120 150 (F) 1/4" BSP Ø9 37,5x34 2-M6

LZB-10 F4 80 120 150 (F) 1/4" BSP Ø9 37,5x34 2-M6

TECHNICAL PARAMETERS

SPECIFICATION

Threaded connection Hose connection
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LZB-4WB/6WB/10WB	

Model
Range

Accuracy Working pressure Working temperature
l/min (water) l/min (air)

LZB-4WB
16-160 ml/min 0,3-3 ±4%

≤1,0 MPa 0-60 °C

25-250 ml/min 0,6-6

±2,5%
LZB-6WB

0,04-0,4 0,7-7

0,06-0,6 1-10

0,1-1 1,5-15

LZB-10WB
0,1-1 3-30

0,16-1,6 5-45

Note: WB - with regulator, W - without regulator

Model
Size (mm)

A B C D E

LZB-4WB 26x25 90 116 136 Ø8

LZB-6WB 28x25 90 116 136 Ø11

LZB-10WB 28x25 90 140 160 Ø11

TECHNICAL PARAMETERS

SPECIFICATION

LZB-WB consists of three specifications including Ø6 and Ø10. Being small and cute, this flow meter 
is suitable for application in limited space e. g. analysis instruments and environmental protection 
equipment, medical apparauses among other testing devises.
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LZB-3/4/6/10

Model LZB-3 LZB-4 LZB-6 LZB-10

Diameter (mm) Ø3 Ø4 Ø6 Ø10

Range Liquid l/h

2,5-25 ml/min 1-10 * 1-10 6-60

4-40 ml/min 1,6-16 * 100-800 ml/min 10-100

6-60 ml/min 2,5-25 2,5-25 16-160

* 10-80 ml/min * 3,6-36 4-40 * 25-250

10-100 ml/min 6-60

* 0,3-3 l/h

Note: range with * represents customer tailored special range.			 

TECHNICAL PARAMETERS

Glass rotameter is used to measure the instantaneous one-way nonpulsating Fluxof liquid or gases in 
pipes fields such as chemical, petroleum, medicine, fertilizer, food, sugar refinery, paper marking, light 
industry, textile, printing and dyeing, environmental protection etc. PTFE, the high quality corrosion re-
sistant material is used at the main contact parts of the corrosion resistant glass rotameter to contact 
the medium. It has a very good perfomance of corrosion resistance in measuring various kinds of 
acis flow (except for hydroflucric acid), alkali, oxidant, strong oxidation acid, organic solvent and other 
erosive gases and liquids.

next        
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Model LZB-3 LZB-4 LZB-6 LZB-10

 Diameter (mm) Ø3 Ø4 Ø6 Ø10

Range Gas Nm3/h

0,03-0,3 l/min * 0,2-2,5 l/min 0,04-0,4 0,1-1

0,06-0,6 l/min 0,016-0,16 0,06-0,6 0,16-1,6

0,1-1 l/min 0,025-0,25 * 1-10 l/min 0,25-2,5

0,15-1,5 l/min 0,04-0,4 0,1-1 * 5-50 l/min

* 0-100 l/h * 0,5-5

* 0,6-6

* 0,6-7

Accuracy ±4%, ±6% ±2,5%, ±4% ±2,5% ±2,5%

Pressure (MPa) ≤0,6 ≤1 ≤1 ≤1

Note: range with * represents customer tailored special range.			 

Model A B C D E F

LZB-3 116 136 Ø8 26x25

LZB-4 178 204 234 Ø9 39,5x34 2-M6

LZB-6 178 204 234 Ø9 39,5x34 2-M6

LZB-10 178 204 234 Ø12 39,5x34 2-M6

LZB-10WB 28x25 90 140 160 Ø11

TECHNICAL PARAMETERS

DIMENSIONS (LZB-3/4/6/10 (include model F, S, B)

DIMENSIONS (LZB-4G/6G/10G)	

continuation       

Model
Threaded connection Hose connection

L a x b C D L1 a x b G

LZB-4G, LZB-6G 198 12 x 123 Ø35 1/4" BSP 240 12 x 123 Ø8

LZB-10G 198 14 x 123 Ø35 1/2" BSP 240 14 x 123 Ø11
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LZB-B

Model LZB-15B LZB-25B LZB-40B LZB-50B LZB-80B LZB-100B LZB-100B

Diameter (mm) Ø15 Ø25 Ø40 Ø50 Ø80 Ø100 Ø100

Range

Liquid 
l/h

* 6-60 40-400 160-1600 * 160-1600 1-10 m3/h 5-25 m3/h * 20-90 m3/h

* 8-80 60-600 * 180-1800 400-4000 1,6-16 m3/h * 6-35 m3/h * 20-100 m3/h

16-160 100-1000 250-2500 600-6000 * 2-20 m3/h 8-40 m3/h * 30-100 m3/h

25-250 * 160-1600 * 300-3000 * 800-8000 * 3-25 m3/h * 12-60 m3/h * 50-120 m3/h

40-400 * 400-4000 * 1-10 m3/h * 8-40 m3/h * 16-80 m3/h

* 1-5 m3/h * 4-16 m3/h

* 1,5-6 m3/h

Gas 
Nm3/h

0,25-2,5 * 0,8-8 4-40 * 6-60 50-250 * 60-200 * 300-1500

0,4-4 1-10 * 5-50 10-100 80-400 * 80-400 * 300-1600

0,6-6 1,6-16 6-60 16-160 * 750-7500 l/min * 100-500 * 400-2000

* 0,8-8 2,5-25 * 7-70 * 20-200 * 60-600 120-600 * 500-2500

* 1-10 * 3-30 * 8-80 * 30-300 200-1000

* 4-40 * 10-100 * 50-250

* 80-400

Accuracy ±2,5% ±1,5% ±1,5% ±1,5% ±1,5% ±1,5% ±1,5%

Pressure (MPa) ≤0,6 ≤0,6 ≤0,6 ≤0,6 ≤0,4 ≤0,4 ≤0,4

Note: range with * represents customer tailored special range.			 

TECHNICAL PARAMETERS

TECHNICAL PARAMETERS

Model LZB-15BF LZB-25BF LZB-40BF LZB-50BF LZB-80BF LZB-100BF

Diameter (mm) Ø15 Ø25 Ø40 Ø50 Ø80 Ø100

Range

Liquid 
l/h

16-160 40-400 160-1600 400-4000 1-10 m3/h 5-25 m3/h

25-250 60-600 250-2500 600-6000 1,6-16 m3/h 8-40 m3/h

40-400 100-1000

Gas 
Nm3/h

0,25-2,5 1-10 4-40 10-100 50-250 120-600

0,4-4 1,6-16 6-60 16-160 80-400 200-1000

0,6-6 2,5-25

Accuracy ±4% ±2,5% ±2,5% ±2,5% ±2,5% ±2,5%

Pressure (MPa) ≤0,6 ≤0,6 ≤0,6 ≤0,6 ≤0,4 ≤0,4
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LZB-B

Model LZB-15 LZB-25 LZB-40 LZB-50 LZB-80 LZB-100 LZB-100

Diameter (mm) Ø15 Ø25 Ø40 Ø50 Ø80 Ø100 Ø100

Range

Liquid 
l/h

* 6-60 40-400 160-1600 * 160-1600 1-10 m3/h 5-25 m3/h * 20-90 m3/h

* 8-80 60-600 * 180-1800 400-4000 1,6-16 m3/h * 6-35 m3/h * 20-100 m3/h

16-160 100-1000 250-2500 600-6000 * 2-20 m3/h 8-40 m3/h * 30-100 m3/h

25-250 * 160-1600 * 300-3000 * 800-8000 * 3-25 m3/h * 12-60 m3/h * 50-120 m3/h

40-400 * 400-4000 * 1-10 m3/h * 8-40 m3/h * 16-80 m3/h

* 1-5 m3/h * 4-16 m3/h

* 1,5-6 m3/h

Gas 
Nm3/h

0,25-2,5 * 0,8-8 4-40 * 6-60 50-250 * 60-200 * 300-1500

0,4-4 1-10 * 5-50 10-100 80-400 * 80-400 * 300-1600

0,6-6 1,6-16 6-60 16-160 * 750-7500 l/min * 100-500 * 400-2000

* 0,8-8 2,5-25 * 7-70 * 20-200 * 60-600 120-600 * 500-2500

* 1-10 * 3-30 * 8-80 * 30-300 200-1000

* 4-40 * 10-100 * 50-250

* 80-400

Accuracy ±2,5% ±1,5% ±1,5% ±1,5% ±1,5% ±1,5% ±1,5%

Pressure (MPa) ≤0,6 ≤0,6 ≤0,6 ≤0,6 ≤0,4 ≤0,4 ≤0,4

Note: range with * represents customer tailored special range.			 

TECHNICAL PARAMETERS
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LZB-B

Model LZB-15F LZB-25F LZB-40F LZB-50F LZB-80F LZB-100F

Diameter (mm) Ø15 Ø25 Ø40 Ø50 Ø80 Ø100

Range

Liquid l/h

16-160 40-400 160-1600 400-4000 1-10 m3/h 5-25 m3/h

25-250 60-600 250-2500 600-6000 1,6-16 m3/h 8-40 m3/h

40-400 100-1000

Gas Nm3/h

0,25-2,5 1-10 4-40 10-100 50-250 120-600

0,4-4 1,6-16 6-60 16-160 80-400 200-1000

0,6-6 2,5-25

Accuracy ±4% ±2,5% ±2,5% ±2,5% ±2,5% ±2,5%

Pressure (MPa) ≤0,6 ≤0,6 ≤0,6 ≤0,6 ≤0,4 ≤0,4

Model LZB-10S LZB-15S LZB-25S LZB-40S LZB-50S LZB-80S

Diameter (mm) 10 15 25 40 50 80

Liquid l/h

10-100 2-70 100-400 120-1500 450-7000 1,5-15 m3/h

2-90 70-700 200-2000 450-8000 2-20 m3/h

4-90 100-700 300-1750 700-7000 7-30 m3/h

6-105 7-31,5 m3/h

Accuracy ±1,5% ±1,5% ±1,5% ±1,5% ±1,5% ±1,5%

Pressure (MPa) ≤1 ≤0,6 ≤0,6 ≤0,6 ≤0,6 ≤0,4

Model A B C D n-E

LZB-15 Ø95 Ø65 470±2,5 Ø15 4-Ø14

LZB-25 Ø115 Ø85 470±2,5 Ø25 4-Ø14

LZB-40 Ø145 Ø110 570±3 Ø40 4-Ø18

LZB-50 Ø160 Ø125 570±3 Ø50 4-Ø18

LZB-80 Ø185 Ø150 660±3,5 Ø80 4-Ø18

LZB-100 Ø205 Ø170 660±3,5 Ø100 4-Ø18

Note: LZB-15 no leader

TECHNICAL PARAMETERS

TECHNICAL PARAMETERS

DIMENSIONS (LZB-B/BF/F/S)	
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LZB-DK100/DK200

Water (l/min) Air (Nl/min) Thread Accuracy

20-200 ml/min 0,3-3
(F) 1/8" NPT

±2,5%

30-300 ml/min 0,5-5

50-500 ml/min 1-10

(F) 1/4" NPT               
(F) 1/4" BSP

0,1-1 2-20

0,15-1,5 3-30

0,2-2 5-50

Size (mm) LZB-DK100 LZB-DK200

A 115 200

B 140 225

C 115 200

D 175 255

E 160 283

F 145 227

No Part name Material Quantity

1 Needle valve LY11 2

2 Base SS304 1

3 Float SS304 or Agat 1

4 Measure tube Borosilicate glass 1

5 Backboard LY11 1

6 Outer housing Acrylic 1

7 Inserts SS304 1

8 Fittings SS304 2

TECHNICAL PARAMETERS DIMENSIONS

SPECIFICATION

Fitting of this series is high precision flow meters made of SS304 or aluminium. It is applicable to 
integration of measuring equipment, and service of research department etc. The design with panel 
permits easy installation. Working pressure: ≤0,8 MPa. Working temperature: 120 °C
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LZB-DK300

Model
Range (l/min)

Thread Accuracy
Water Air

LZB-DK300                        
LZB-DK300T

1-10 40-400

1/2" BSP 1/2" NPT 3/4" 
BSP 3/4" NPT

±5%

2-20 60-600

3-30 90-900

4-40 120-1200

5-50 150-1500
3/4" BSP 3/4" NPT

12-60 400-1800

LZB-DK300
T 2 2 1

Regulator - T Float Base plate Thread (F)

As per the flow 
to confirm the 
material of float

1 - F4 1 - PVC 1 - 1/2" BSP

2 - SS 2 - SS 2 - 1/2" NPT

3 - PTFE 3 - 3/4" BSP

4 - 3/4" NPT

TECHNICAL PARAMETERS

DK300 series glass rotameter is consisted of a tapered glass tube, base plates on both ends and four hold-
ing studs. Easy installation, thread assembled and equipped with flow control valves. It is suitable for the 
small or large capacity flow measuring. Especially in semi-conductor chemical fluid etc. Working pressure: 
≤0,6 MPa. Working temperature: PVC (max 60 °C), PTFE (max 80 °C), SS304 (max 120 °C)
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LZB-DK800

Model DN
 (mm)

Range (l/h)
Accuracy

Conditions Size (mm) Outer diameter 
of metal pipe 

(mm)Water Air Temperature (0C) Pressure (Mpa) D E

LZB-DK800-4                
LZB-DK800-4F 4

0,25-2,5 0,5-5

±2,5% -20...+120 0C ≤1,0 Ø11 M10x1 Ø6

0,8-8

1,6-16

4-40

6-60

LZB-DK800-6                
LZB-DK800-6F 6

0,5-5 10-100

1,2-12 25-250

2,5-25 50-500

4-40 80-800

6-60 100-1000

10-100 180-1800

16-160 240-2400

300-3000

350-3500

430-4300

Note: model with "F"  is corrosion resistant model

TECHNICAL PARAMETERS

DK800 series glass rotameter, the compacted flow meter is suitable for measuring and regulating small 
flowrate. Smart design permits convenient replacement of tube and float with the flow meter staying in the 
pipe run. It can be connected to either hoses or metal pipes.
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LZB-VA/WA/FA30S	

Model DN (mm)
Range (l/h)

Accuracy
Conditions

Water Air Temperature (0C) Pressure (Mpa)

LZB-VA30S-15            
LZB-FA30S-15         
LZB-WA30S-15

15

4-40 0,12-1,2

±1,5% -20...+120 0C

≤1,0

6,3-63 0,2-2
10-100 0,3-3
12-120 0,4-4
16-160 0,5-5
20-200 0,6-6
25-250 0,8-8
30-300 0,9-9
36-360 1,2-12
40-400 2-20
46-460
63-630
65-650
75-750

LZB-VA30S-25            
LZB-FA30S-25         
LZB-WA30S-25

25

40-400 1,6-16
50-500 2-20
63-630 2,5-25
80-800 3-30

100-1000 4-40
120-1200 5-50
160-1600 6-60
200-2000
250-2500
300-3000

LZB-VA30S-40            
LZB-FA30S-40         
LZB-WA30S-40

40

160-1600 5-50

≤0,9

200-2000 6-60
250-2500 8-80
300-3000 9-90
400-4000 12-120
500-5000

LZB-VA30S-50            
LZB-FA30S-50         
LZB-WA30S-50

50

250-2500 10-100

≤0,7

300-3000 12-120
400-4000 16-160
500-5000 20-200
630-6300 30-300
800-8000

1000-10000
1500-15000
4000-16000

TECHNICAL PARAMETERS

This series of flow meter is made of SS304. There are female screw thread, flange and tri-clamp connec-
tion for choice. It is featured in nice looking and low weight.

next        
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continuation       

DN (mm) Display window 
size (axb)

LZB-VA 30S threaded connection

L1 C D

15 26 x 236 344 Ø38 1/2" BSP

25 34 x 226 348 Ø55 1" BSP

40 44 x 226 370 Ø70 1 1/2" BSP

50 60 x 216 380 Ø90 2" BSP

DN (mm) Display window 
size (axb)

LZB-WA 30S tri-clamp connection

L3 J K

15 26 x 236 376 50,5 3/4"

25 34 x 226 376 50,5 1"

40 44 x 226 376 50,5 11/2"

50 60 x 216 376 64 2"

DN (mm) Display window 
size (axb)

LZB-FA 30S flange connection

L2 E F n-G

15 26 x 236 348 Ø65 Ø95 4-Ø14

25 34 x 226 348 Ø85 Ø115 4-Ø14

40 44 x 226 370 Ø110 Ø145 4-Ø18

50 60 x 216 370 Ø125 Ø160 4-Ø18

DIMENSIONS (LZB-VA30S)	

DIMENSIONS (LZB-WA30S)	

DIMENSIONS (LZB-FA30S)	

LZB-VA/WA/FA30S	
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LZB-FA100

LZB-FA100 glass rotator flow meter. This flow meter is highly sensitive and works in a wide range with low 
pressure loss, besides other advantages e. g. easy to operate etc. It is usually used for low pressurem high 
temperature sheer liquid or gases without suspending particles and has been widely employed in various 
industries e. g. petroleum, chemicals, electronics, environmental protection, power supply and medicine 
etc. Working temperature: ≤120 0C. Accuracy: ±3% F. S. Range rate: 10:1

DN (mm)
Range Working pressure 

(MPa)Water (l/h) Air (Nl/min)

15

30-300 10-100

≤0,8

60-600 20-200

80-800 25-250

20

90-900 20-200

120-1200 30-300

180-1800 50-500

25

180-1800 50-500

300-3000 100-1000

480-4800 150-1500

32

480-4800 200-2000

≤0,6

600-6000 250-2500

720-7200 300-3000

40

1-10 m3/h 18-180 Nm3/h

1,2-12 m3/h 20-200 Nm3/h

1,5-15 m3/h 25-250 Nm3/h

50

1,2-12 m3/h 20-200 Nm3/h

1,5-15 m3/h 25-250 Nm3/h

1,8-18 m3/h 30-300 Nm3/h

65

1,8-18 m3/h 25-250 Nm3/h

≤0,4

3-30 m3/h 35-350 Nm3/h

4-40 m3/h 40-400 Nm3/h

80

4-40 m3/h 40-400 Nm3/h

5-50 m3/h 50-500 Nm3/h

6-60 m3/h 60-600 Nm3/h

100

6-60 m3/h 60-600 Nm3/h

7-70 m3/h 70-700 Nm3/h

10-100 m3/h 90-900 Nm3/h

TECHNICAL PARAMETERS

Model
Sizes (mm)

LZB-
FA100-15

LZB-
FA100-20

LZB-
FA100-25

LZB-
FA100-32

LZB-
FA100-40

LZB-
FA100-50

LZB-
FA100-65

LZB-
FA100-80

LZB-
FA100-100

L 260 340 340 340 340 340 390 390 410

H 150 200 200 200 200 200 250 250 250

D1 95 105 115 135 145 160 180 185 205

D2 65 75 85 100 110 125 145 150 170

F 4-Ø14 4-Ø14 4-Ø14 4-Ø18 4-Ø18 4-Ø18 4-Ø18 4-Ø18 4-Ø18

DIMENSIONS	
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LZB-VA/SA/FA10

This is a highly accurate glass rotameter with diversifield joints and various options of scalings from to 
percentage. VA10 is threaded connetion. SA10 is hose connection. FA10 is movable flange connection.

Model DN (mm)
Range (l/h)

Accuracy
Conditions

Water Air Temperature (°C) Pressure (Mpa)

LZB-VA10-15            
LZB-FA10-15         
LZB-SA10-15

15

4-40 0,12-1,2 ±1,5%

-20...+60 °C  or    
-20...+120 °C

≤1,0

6,3-63 0,2-2
10-100 0,3-3
12-120 0,4-4
16-160 0,5-5
20-200 0,6-6
25-250 0,8-8
30-300 0,9-9
36-360 1,2-12
40-400 2-20
46-460
63-630
65-650
75-750

LZB-VA10-25            
LZB-FA10-25         
LZB-SA10-25

25

40-400 1,6-16
50-500 2-20
63-630 2,5-25
80-800 3-30

100-1000 4-40
120-1200 5-50
160-1600 6-60
200-2000
250-2500
300-3000

LZB-VA10-40            
LZB-FA10-40         
LZB-SA10-40

40

160-1600 5-50

≤0,9

200-2000 6-60
250-2500 8-80
300-3000 9-90
400-4000 12-120
500-5000

LZB-VA10-50            
LZB-FA10-50         
LZB-SA10-50

50

250-2500 10-100

≤0,7

300-3000 12-120
400-4000 16-160
500-5000 20-200
630-6300 30-300
800-8000

1000-10000
1500-15000

Note: model with "F"  is corrosion resistant model, e. g. LZB-VA10-15F	

TECHNICAL PARAMETERS

next        
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continuation       

DN (mm) Display window 
size (axb)

LZB-VA10 threaded connection

L1 C Thread

15 26 x 230 408 53 1/2" BSP

25 26 x 230 414 75 1" BSP

40 40 x 230 428 92 1 1/2" BSP

50 50 x 230 431 116 2" BSP

DN (mm) Display window 
size (axb)

LZB-SA10 hose connection

L2 C D

15 26 x 230 400 Ø13,5 Ø44

25 26 x 230 450 Ø27 Ø65

40 40 x 230 450 Ø44 Ø80

50 50 x 230 450 Ø53 Ø103

No Material No Material

1 SS304 SS316 5 SS304, 45#

2 45# 6 SS304, AL

3 AL or SS304 7 SS304, 45#

4 45# or SS304 8 AL. SS304

DN (mm) Display window 
size (axb)

LZB-FA10 flange connection

L3 C D E

15 26 x 230 320 Ø65 Ø95 4-Ø14

25 26 x 230 320 Ø85 Ø115 4-Ø14

40 40 x 230 320 Ø110 Ø145 4-Ø18

50 50 x 230 320 Ø125 Ø160 4-Ø18

DIMENSIONS (LZB-VA10)	

DIMENSIONS (LZB-FA10)	

DIMENSIONS (LZB-SA10)	

SPECIFICATION

LZB-VA/SA/FA10

LZB-VA10

LZB-SA10

LZB-FA10
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LZB-VA/SA/FA20	

This is a highly accurate glass rotameter with diversifield joints and various options of scalings from to 
percentage. VA20 is threaded connetion. SA20 is hose connection. FA20 is movable flange connection.

Model DN (mm)
Range (l/h)

Accuracy
Conditions

Water Air Temperature (°C) Pressure (Mpa)

LZB-VA20-15            
LZB-FA20-15         
LZB-SA20-15

15

4-40 0,12-1,2

±1,5% -20...+60 °C  or    
-20...+120 °C

≤1,0

6,3-63 0,2-2
10-100 0,3-3
12-120 0,4-4
16-160 0,5-5
20-200 0,6-6
25-250 0,8-8
30-300 0,9-9
36-360 1,2-12
40-400 2-20
46-460
63-630
65-650
75-750

LZB-VA20-25            
LZB-FA20-25         
LZB-SA20-25

25

40-400 1,6-16
50-500 2-20
63-630 2,5-25
80-800 3-30

100-1000 4-40
120-1200 5-50
160-1600 6-60
200-2000
250-2500
300-3000

LZB-VA20-40            
LZB-FA20-40         
LZB-SA20-40

40

160-1600 5-50

≤0,9

200-2000 6-60
250-2500 8-80
300-3000 9-90
400-4000 12-120
500-5000

LZB-VA20-50            
LZB-FA20-50         
LZB-SA20-50

50

250-2500 10-100

≤0,7

300-3000 12-120
400-4000 16-160
500-5000 20-200
630-6300 30-300
800-8000

1000-10000
1500-15000
4000-16000

Note: model with "F"  is corrosion resistant model, e. g. LZB-VA20-15F	

TECHNICAL PARAMETERS

next        
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continuation       

LZB-VA/SA/FA20	

DN (mm) Display window 
size (axb)

LZB-VA20 threaded connection

L2 A Thread

15 33 x 235 375 58 1/2" BSP, NPT

25 50 x 240 375 74 1" BSP, NPT

40 65 x 235 375 92 1 1/2" BSP, NPT

50 85 x 230 375 112 2" BSP, NPT

DN (mm) Display window 
size (axb)

LZB-SA20 hose connection

L1 A B

15 33 x 235 400 58 17

25 50 x 240 450 74 30

40 65 x 235 450 92 44

50 85 x 230 450 112 54

No Material No Material

1 SS304 SS316 4 SS304, 45#

2 AL 5 SS304, AL

3 AL 6 SS304, 45#

DN (mm) Display window 
size (axb)

LZB-FA20 flange connection

L3 C D E

15 33 x 235 320 Ø95 Ø65 4-Ø14

25 50 x 240 320 Ø115 Ø85 4-Ø14

40 65 x 235 320 Ø145 Ø110 4-Ø18

50 85 x 230 320 Ø160 Ø125 4-Ø18

DIMENSIONS (LZB-VA20)	

DIMENSIONS (LZB-FA20)	

DIMENSIONS (LZB-SA20)	

SPECIFICATION

LZB-VA20

LZB-SA20

LZB-FA20
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LZB-GA24

This series flow meter is one type of glass rota-
meter, compared with the other products of the 
same type, it has advantages of high measuring 
precision, great interchangeability. We can pro-
vide mm graduation scale, percentage scale and 
dismountable scale, it is conbenient for different 
users to use.

Model DN (mm)
Range (l/h)

Accuracy
Conditions

Water Air Temperature (°C) Pressure (Mpa)

LZB-GA24-15            
LZB-GA24-15F 15

4-40 0,12-1,2

±1,5% -20...+60 °C  or    
-20...+120 °C

≤1,0

6,3-63 0,2-2
10-100 0,3-3
12-120 0,4-4
16-160 0,5-5
20-200 0,6-6
25-250 0,8-8
30-300 0,9-9
36-360 1,2-12
40-400 2-20
46-460
63-630
65-650
75-750

LZB-GA24-25            
LZB-GA24-25F 25

40-400 1,6-16
50-500 2-20
63-630 2,5-25
80-800 3-30

100-1000 4-40
120-1200 5-50
160-1600 6-60
200-2000
250-2500
300-3000

LZB-GA24-40            
LZB-GA24-40F 40

160-1600 5-50

≤0,9

200-2000 6-60
250-2500 8-80
300-3000 9-90
400-4000 12-120
500-5000

LZB-GA24-50            
LZB-GA24-50F 50

250-2500 10-100

≤0,7

300-3000 12-120
400-4000 16-160
500-5000 20-200
630-6300 30-300
800-8000

1000-10000
1500-15000
4000-16000

Note: model with "F"  is corrosion resistant model

TECHNICAL PARAMETERS

next        
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continuation       

LZB-GA24

No Material

1 SS304 SS316

2 45#

3 Acrylic

4 45#, SS304

DN (mm) Display window 
size (axb)

LZB-GA24 flange connection

L3 C D E

15 37 x 302 500 Ø65 Ø95 4-Ø14

25 52 x 294 500 Ø85 Ø115 4-Ø14

40 64 x 278 500 Ø110 Ø145 4-Ø18

50 94 x 266 500 Ø125 Ø160 4-Ø18

DIMENSIONS

SPECIFICATION
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LZ rotameters with alarm limit switches

1. Philosophy
Switch on/off is actually magnetic float contact 
open/close after magnetron bistable exciting. 
Alarm sound and light are based on the switch po-
sition of on/off linked to relays among other parts 
and elements.

2. Functions and applications
BJ01: high alarm limit switch (HA) 
BJ02: low alarm limit switch (LA) 
Both the switches of BJ01 and BJ02 are able to 
send relevant signals at maximum, middle and 
minimum flow. The switches are mounted on 
certain selected position of rail and whenever 
magnetic float reaches or passes the switch 
level, signals will be sent out for internal contact 
actuation of either opening or closing.

3. Technical parameter
Rated voltage: max. DC24/AC24
Rated amperage: max. 0,3 A
Steady current at switches opening or closing: 
max. DC0,1A
Interruption capacity: ≤10 W
Insulation impedance: 10° Ω
Working temperature: 0...+55 °C
Protection grading: IP65
Displacement (position on or off): ≤4 mm

4. Precautions
a) Keep off from ambient magnetic disturbance 
during mounting e. g. large motors etc.
b) Flow media should be free from ferromag-
netic foreign matters.
c) Ensure pipes or tubes to be mounted with the 
flow meters free any potential vibration in case 
switch contact actuates accidentally.

LZM series with alarm limit switches

Model
Range Screw 

thread Accuracy
GPM (liquid) LPM (liquid)

LZM-25Z

1-10 5-35

(M)1" BSPT

±4%

1-15 5-50

2-14 10-50

2-20 10-70

5-35 10-130

5-40 10-150

5-45 10-170

0,2-2,1 m3/h

0,6-3 m3/h

0,6-4,2 m3/h

LZM-25                      
LZM-25J

1,5-15 6-60

3-13 10-50

4-24 10-100

5-35 10-130

5-45 10-170

LZM-25G                      
LZM-40G

1-15 5-60
25G (F)1" BSP 
40G (M)1 1/2" 

BSP

2-20 10-70

5-30 20-110

5-40 20-150

TECHNICAL PARAMETERS
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LZM series with alarm limit switches

Model DN 
(mm)

Range
Accuracy

Conditions

Long tube type 
(C)

Short tube type 
(D)

Temperature 
(°C)

Pressure 
(Mpa)

LZS-15 15

10-100 l/h 5-50 l/h

±4% 0-60 ≤0,6

16-160 l/h 10-100 l/h

25-250 l/h 16-160 l/h

40-400 l/h 25-250 l/h

60-600 l/h 40-400 l/h

50-500 l/h

60-600 l/h

100-1000 l/h

LZS-25 25

100-1000 l/h 4-40 l/min

160-1600 l/h 100-1000 l/h

250-2500 l/h 160-1600 l/h

250-2500 l/h

LZS-32 32
- 0,4-4 m3/h

0,6-6 m3/h

LZS-40 40

0,4-4 mм/h 
(with leader) -

0,6-6 m3/h 
(with leader) -

1-10 m3/h 
(with leader) -

LZS-50 50

0,4-4 m3/h 1-10 m3/h

0,6-6 m3/h 1,6-16 m3/h

1-10 m3/h

1,6-16 m3/h

LZS-65 65

2,5-16 mм/h

5-25 m3/h

8-40 m3/h

12-60 m3/h

LZS-100 100

14-90 m3/h 14-90 m3/h

18-120 m3/h 18-120 m3/h

20-150 m3/h 20-150 m3/h

25-180 m3/h 25-180 m3/h

25-200 m3/h 25-200 m3/h

LZS-125 125

14-90 m3/h 14-90 m3/h

18-120 m3/h 18-120 m3/h

20-150 m3/h 20-150 m3/h

25-180 m3/h 25-180 m3/h

25-200 m3/h 25-200 m3/h

LZS-150 150

14-90 m3/h 14-90 m3/h

18-120 m3/h 18-120 m3/h

20-150 m3/h 20-150 m3/h

25-180 m3/h 25-180 m3/h
Note: if the flow meters of LZS-100, 125, 150 requires with alarm switch can be customized

TECHNICAL PARAMETERS
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LZB series with alarm limit switches

LZB series with alarm limit switches

Model
LZB-10

Ø10
LZB-15

Ø15
LZB-25

Ø25Diameter (mm)

Range

Liquid l/h

6-60 * 6-60 40-400

10-100 * 8-80 60-600

16-160 16-160 100-1000

25-250 * 160-1600

40-400

Gas N m3/h

0,1-1 0,25-2,5 * 0,8-8

0,4-4 1-10

0,6-6 1,6-16

* 0,8-8 2,5-25

* 1-10 * 3-30

* 4-40

Accuracy ±2,5% ±2,5% ±1,5%

Pressure (MPa) ≤1,0 ≤0,6 ≤0,6

Note: range with * represents customer tailored special range.

Model
LZB-40

Ø40
LZB-50

Ø50
LZB-80

Ø80
LZB-100

Ø100
LZB-100

Ø100Diameter (mm)

Range

Liquid l/h

160-1600 * 160-1600 1-10 m3/h 5-25 m3/h * 20-90 m3/h

* 180-1800 400-4000 1,6-16 m3/h * 6-35 m3/h * 20-100 m3/h

250-2500 600-6000 * 2-20 m3/h 8-40 m3/h * 30-100 m3/h

* 300-3000 * 800-8000 * 3-25 m3/h * 12-60 m3/h * 50-120 m3/h

* 400-4000 * 1-10 m3/h * 8-40 m3/h * 16-80 m3/h

* 1-5 m3/h * 4-16 m3/h

* 1,5-6 m3/h

Gas Nm3/h

4-40 * 6-60 50-250 * 60-200 * 300-1500

* 5-50 10-100 80-400 * 80-400 * 300-1600

6-60 16-160 * 750-7500 l/min * 100-500 * 400-2000

* 7-70 * 20-200 * 60-600 120-600 * 500-2500

* 8-80 * 30-300 200-1000

* 10-100 * 50-250

* 80-400

Accuracy ±1,5% ±1,5% ±1,5% ±1,5% ±1,5%

Pressure (MPa) ≤0,6 ≤0,6 ≤0,4 ≤0,4 ≤0,4

Note: range with * represents customer tailored special range.

TECHNICAL PARAMETERS

TECHNICAL PARAMETERS
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FCD-2000 Digital Paddle Wheel Flow Sensor

Data  communication RS485 (Modbus RTU protocol) 

Main Material Engineering plastic

Adapt diameter DN25...DN350 

Withstand Pressure 0,6 MPa

Measuring range

Instantaneous flow: 0...2000 m3/h

Accumulated flow: 0...99999999 m3 

Flow rate: 0…5 m/s

Power Supply DC24V ±15%

Installation Mounted vertically, tangential installation 

Medium Temperature 0…60 °C

Wire length 10 meters as standard, but can be 
customized

FEATURES
• 	Measurement/Communication Integrated Paddle 
Wheel flow sensor.
• 	Design the flow meter function inside  
	 the sensor directly.
• 	RS485 digital physical port (Modbus RTU protocol).
• 	Directly output the instantaneous and  
	 accumulated flow data, without any need for 
	 analog-digital conversion.
• 	Setting K-factor, Address and the baud rate by 
	 PC software.
• 	Pre-measuring unit, high integrated design and high 
anti-interference ability.
• 	Can connect with computer, configuration system, 		
PLC, wireless modules.
• 	Meet the demand of system completing in Internet Age.

TECHNICAL CHARACTERISTICS ORDER DIRECTION	

Basic order units: 
FCD-2000 Digital FCD-2000 Digital Paddle Wheel Flow 
Sensor 	

FCD-2000 Host calibration & setting software	

Selection Units: 
MFC-2300 Multi-functional Controller 

MCC-2300 Multi-Channel Controller

ESB-100 Three Degrees of Freedom environmental sensor 
bracket	

WIFI, ZIGBEE, CDMA, 3G, GPRS wireless module.
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FCT-8350 Flow Meter

Measurement  Range Instantaneous flow: 0...2000 m3/h; Accumulated flow: 0...99999999 m3
Flow Rate 0…5 m/s
Applicable Pipe Diameter DN25...DN1000 for selection 
Resolution 0.001 m3/h
Renew Interval 1 S
Accuracy 2.0 level
Repeatability ±0.5%
Probe Input Range: 0.5Hz...2KHz; Power supply: DC 12V (instrument supply) 
Analog output 4...20 mA, Instrument/Transmitter for selection
Control Output Semi-conductor photo electronic relay, Load current: 50 mA (max) AC/DC 30V

Control Mode Instantaneous flow high/low limit alarm, flow variable frequency conversion, probe pulse frequency division, 
integrating value pulse, control on/off function 

Working Power DC 24V
Power consumption ≤3.0W≤3.0W≤3.0W
Cable Length 5 m as standard or 1...500 m for selection 
Working environment Temp. 0…50 °C; Humidity ≤85% RH (none condensation) 
Storage Environment Temp. -20…60 °C; Humidity <85%RH (none condensation)
Protection level IP65 (with back cover)
Dimension 96 mm x 96 mm x 94 mm (H x W x D) 
Hole size 91 mm x 91 mm (H x W)
Installation Panel mounted, fast installation

FEATURES
• 	 K coefficient and standard diameter/
non-standard of a variety of settings way, 
flexible and convenient.
• 	 Different kinds of the engineer working 
load could be chosen, can meet the mea-
surement standards of different country 
and region.
• 	 Instantaneous flow high/low limit alarm, 
instantaneous flow frequency, multiple 
alarm settings.
• 	 The frequency pulse of instantaneous 
flow rate, direct sensor pulse integrating 
volume frequency division, integrating vol-
ume pulse and many kinds of control mode 
for selection.

• 	 To start the polyline modification for the 
measurements to provide better precision 
correction.
• 	 Compatible with tangential type/axial 
type pulse sensor.
• 	 Small signal cutting and small signal 
correction function, to meet the operation 
compensation under low flow rate condi-
tion.
• 	 3.5 inch screen, multi-parameter display 
and Chinese/English for selection, heuristic 
operation.
• 	 Semiconductor photoelectric relay (non 
contact), switch control/proportional pulse 
control.
 

• 	 It can achieve the ratio of flow parameter 
pulse pharmacy dosing.
• 	 Measurement/control/transmission 
each unit can complete electrical isolated, 
each other without any interference.
• 	 Can program current transmitting be-
tween any two points in whole flow range.
• 	 Isolated 4…20 mA current loop, Instru-
ment/Transmitter for selection.
• 	 EMC design with better ability on anti-
interference.
• 	 Meeting high humidity site safety power 
supply regulation, DC 24V with standard.

TECHNICAL CHARACTERISTICS

APPLICATION

Widely used for online measurement of acid&alkali in low 
concentrations and the low viscosity single-phase fluid of 
non-trade settlement process.


