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ORDER CODE	

1 2 3 4 5 6 7 8 9 10

Valve 
series

Mode of 
operation Coil type Coil class Voltage Seal material Body material Pipe size Orifice (mm) 1/5 HP

SLP 1 D F 02 N 1 E 20 1/5 HP

SLP 
series

1: 
Normally 
closed

D: 
DIN standard 
connections,
fully 
encapsulated

F: 
F class

02: 
220VAC/
230VAC

N: 
NBR

1: 
Forged 
brass

A: 1/8" 
B: 1/4"

03=3,0 
05=5,0 
06=6,0

M: 
Manual 
override

2: 
Normally 
open

N: Lead wires, 
water-tight, 
encapsulated

H: 
H class

01: 
110VAC/
120VAC

V: 
VITON

3: 
SS316

B: 1/4" 10=10,0 
C9=10,5

L: Neon lamp

X: 
Explosion-proof

05: 
24VAC

E: 
EPDM

7: 
Plastic

C: 3/8" 03=3,0 
04=4,0

K: 
Mounting 
bracket

S: 
NASS coil

12: 
12VDC

C: 3/8" 
D: 1/2"

05=5,0 
06=6,0 
10=10,0 
C9=10,5 
13=13,0

N: 
NPT thread

M: 
SM coil

13: 24VDC E: 3/4" 20=20,0

Contact 
the factory 
for others

G: 1" 25=25,0

H: 1 1/4" 35=35,0

J: 1 1/2" 40=40,0

K: 2" 50=50,0

F: 
Flange 
connection

25=25,0 
35=35,0 
40=40,0 
50=50,0

9: Forged 
brass

A: 1/8" 
B: 1/4"

01=1,0 
C2=1,5 
C3=2,5 
03=3,0 
04=4,0

5: Stainless 
steel
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SLP Compact series 2/2-way direct acting solenoid valve. Normally closed

Features:		

• 	 2-way normally closed solenoid valve.  

	 Closed when de-energized, open when energized

• 	 Serialized products, small in size, large flow rate, widely use

• 	 Body material: forged brass, 316 stainless steel

• 	 Ambient temp. 0…65°C fluids temp. 0…130°C

• 	 Flow as the arrow, mounts in any position.  

	 Best position is solenoid vertical and upright direction

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC 50/60Hz 

	 24VDC/12VDC. Voltage tolerance: ±10%

• 	 This series valves are offered NBR, VITON, EPDM etc for seals  

	 and diaphragm to provide on-off control of various fluids

• 	 Coil can fix SM Coil. 220VAC/110VAC/24VAC/24VDC

next        
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Operating pressure differential (kgf/cm2)
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temp
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Coil
class

Model code 
220VAC

Weight
(kg)

Min

Max VA W Body material

Air 
Gas

Water 
Hot 

water 
Liquids

Light oil 
(≤20 cst) AC 

220V
DC 
24V Brass SS316

AC DC AC DC AC DC

1/8"

3 0,23 0 13 13 13 13 10 10 80 D 22 13 F SLP1DF02N1A03 SLP1DF02N3A03 0,37

3 0,23 0 13 13 13 13 130 D 22 13 F SLP1DF02E1A03 SLP1DF02E3A03 0,37

3 0,23 0 13 13 13 13 10 10 120 D 22 13 F SLP1DF02V1A03 SLP1DF02V3A03 0,37

5 0,65 0 4 2,5 4 2,5 2,5 2 80 D 22 13 F SLP1DF02N1A05 SLP1DF02N3A05 0,36

5 0,65 0 4 2,5 4 2,5 130 D 22 13 F SLP1DF02E1A05 SLP1DF02E3A05 0,36

5 0,65 0 4 2,5 4 2,5 2,5 2 120 D 22 13 F SLP1DF02V1A05 SLP1DF02V3A05 0,36

6 0,8 0 3 2 3 2 2,5 2 80 D 22 13 F SLP1DF02N1A06 SLP1DF02N3A06 0,36

6 0,8 0 3 2 3 2 130 D 22 13 F SLP1DF02E1A06 SLP1DF02E3A06 0,36

6 0,8 0 3 2 3 2 2,5 2 120 D 22 13 F SLP1DF02V1A06 SLP1DF02V3A06 0,36

VALVE SELECTION LIST	
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ORDER CODE	
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Model code 220VAC

W
ei

gh
t (

kg
)

Min

Max VA W Body material

Air 
Gas

Water 
Hot 

water 
Liquids

Light oil 
(≤20 cst) AC 

220V
DC 
24V Brass SS316

AC DC AC DC AC DC

1/4"

3 0,23 0 13 13 13 13 10 10 80 D 22 13 F SLP1DF02N1B03 SLP1DF02N3B03 0,36

3 0,23 0 13 13 13 13 130 D 22 13 F SLP1DF02E1B03 SLP1DF02E3B03 0,36

3 0,23 0 13 13 13 13 10 10 120 D 22 13 F SLP1DF02V1B03 SLP1DF02V3B03 0,36

5 0,65 0 4 2,5 4 2,5 2,5 2 80 D 22 13 F SLP1DF02N1B05 SLP1DF02N3B05 0,35

5 0,65 0 4 2,5 4 2,5 130 D 22 13 F SLP1DF02E1B05 SLP1DF02E3B05 0,35

5 0,65 0 4 2,5 4 2,5 2,5 2 120 D 22 13 F SLP1DF02V1B05 SLP1DF02V3B05 0,35

6 0,8 0 3 2 3 2 2,5 2 80 D 22 13 F SLP1DF02N1B06 SLP1DF02N3B06 0,35

6 0,8 0 3 2 3 2 130 D 22 13 F SLP1DF02E1B06 SLP1DF02E3B06 0,35

6 0,8 0 3 2 3 2 2,5 2 120 D 22 13 F SLP1DF02V1B06 SLP1DF02V3B06 0,35

3/8"

5 0,65 0 4 2,5 4 2,5 2,5 2 80 D 22 13 F SLP1DF02N1C05 SLP1DF02N3C05 0,46

5 0,65 0 4 2,5 4 2,5 130 D 22 13 F SLP1DF02E1C05 SLP1DF02E3C05 0,46

5 0,65 0 4 2,5 4 2,5 2,5 2 120 D 22 13 F SLP1DF02V1C05 SLP1DF02V3C05 0,46

6 0,8 0 3 2 3 2 2,5 2 80 D 22 13 F SLP1DF02N1C06 SLP1DF02N3C06 0,46

6 0,8 0 3 2 3 2 130 D 22 13 F SLP1DF02E1C06 SLP1DF02E3C06 0,46

6 0,8 0 3 2 3 2 2,5 2 120 D 22 13 F SLP1DF02V1C06 SLP1DF02V3C06 0,46

1/2"

5 0,65 0 4 2,5 4 2,5 2,5 2 80 D 22 13 F SLP1DF02N1D05 SLP1DF02N3D05 0,43

5 0,65 0 4 2,5 4 2,5 130 D 22 13 F SLP1DF02E1D05 SLP1DF02E3D05 0,43

5 0,65 0 4 2,5 4 2,5 2,5 2 120 D 22 13 F SLP1DF02V1D05 SLP1DF02V3D05 0,43

6 0,8 0 3 2 3 2 2,5 2 80 D 22 13 F SLP1DF02N1D06 SLP1DF02N3D06 0,43

6 0,8 0 3 2 3 2 130 D 22 13 F SLP1DF02E1D06 SLP1DF02E3D06 0,43

6 0,8 0 3 2 3 2 2,5 2 120 D 22 13 F SLP1DF02V1D06 SLP1DF02V3D06 0,43

VALVE SELECTION LIST	

next        
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SLP direct acting solenoid valves
DIMENSIONS

continuation       

3мм 1/8" 1/4"

5мм 6мм 1/8" 1/4"

5мм 6мм 3/8" 1/2"
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SLP Small series 2/2-way direct acting solenoid valve. Normally closed
Features:		

• 	 2/2 way normally closed, closed when de-energized.  

	 Open when energized

• 	 Max pressure tolerance: 15 kgf/cm2

• 	 Ambient temp: 0…65 °C

• 	 Flow as the arrow, mounts in any position.  

	 Best position is solenoid vertical and upright direction

• 	 Only 3/8" connection size, orfice 3 and 4 mm, can be widely used  

	 in the corresponding flow and pressure system, replace the same  

	 connection size but big orifice valve, can save a lot of cost

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/ 

	 24VAC 50/60Hz 24VDC/12VDC

• 	 Seals: can choose NBR, EPDM, VITON to fit to control  

	 or different media

• 	 Coil can fix SM coil. 220VAC/110VAC/24VAC/24VDC
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Orifice 
(mm)

CV 
(m3/h)

Operating pressure differential 
(kgf/cm2)

Max
fluids
temp
(°C)

Coil
type

Power 
consumption

Coil
class

Model code 
220VAC

Weight
(kg)

Min

Max VA W Body 
material

Air 
Gas

Light oil 
(≤20 cst) AC 

220V
DC 
24V Brass SS316

AC DC AC DC

3/8"

3 0,3 0 13 13 10 10 80 D 22 13 F SLP1DF02N1C03 SLP1DF02N3C03 0,34

3 0,3 0 13 13 10 10 130 D 22 13 F SLP1DF02E1C03 SLP1DF02E3C03 0,34

3 0,3 0 13 13 10 10 120 D 22 13 F SLP1DF02V1C03 SLP1DF02V3C03 0,34

4 0,6 0 8 8 6 6 80 D 22 13 F SLP1DF02N1C04 SLP1DF02N3C04 0,34

4 0,6 0 8 8 6 6 130 D 22 13 F SLP1DF02E1C04 SLP1DF02E3C04 0,34

4 0,6 0 8 8 6 6 120 D 22 13 F SLP1DF02V1C04 SLP1DF02V3C04 0,34

DIMENSIONS

VALVE SELECTION LIST	
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SLP Compact series 2/2-way direct acting solenoid valve. Normally open
Features:		

• 	 2/2 way normally open solenoid valve, open when de-energized, 		

	 closed when energized						    

• 	 Serialized products, small in size, large flow rate, widely use	

• 	 Body material: forged brass, 316 stainless steel	

• 	 Ambient temp. 0…65°C, fluids temp. 0…130°C

• 	 Flow as the arrow, mounts in any position.  

	 Best position is solenoid vertical and upright direction		

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC  

	 50/60Hz 24VDC/12VDC. Voltage tolerance: ±10%			 

• 	 This series valves are offered NBR, VITON, EPDM etc for seals  

	 and diaphragm to provide on-off control of various fluids	

DIMENSIONS

next        

body 1 & 3

body 9 & 5
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SLP Compact series 2/2-way direct acting solenoid valve. Normally open
VALVE SELECTION LIST	
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Operating pressure 
differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil
type
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Coil
class

Model code 
220VAC

W
ei

gh
t (

kg
)

1/8"

1 0,04 0 30 30 25 80 D 22 80 D 22 13 F SLP2DF02N9A01 SLP2DF02N5A01 0,4

1 0,04 0 30 30 130 D 22 130 D 22 13 F SLP2DF02E9A01 SLP2DF02E5A01 0,4

1 0,04 0 30 30 25 120 D 22 120 D 22 13 F SLP2DF02V9A01 SLP2DF02V5A01 0,4

1,5 0,09 0 20 20 15 80 D 22 80 D 22 13 F SLP2DF02N9AC2 SLP2DF02N5AC2 0,4

1,5 0,09 0 20 20 130 D 22 130 D 22 13 F SLP2DF02E9AC2 SLP2DF02E5AC2 0,4

1,5 0,09 0 20 20 15 120 D 22 120 D 22 13 F SLP2DF02V9AC2 SLP2DF02V5AC2 0,4

2,5 0,2 0 15 15 12 80 D 22 80 D 22 13 F SLP2DF02N9AC3 SLP2DF02N5AC3 0,4

2,5 0,2 0 15 15 130 D 22 130 D 22 13 F SLP2DF02E9AC3 SLP2DF02E5AC3 0,4

2,5 0,2 0 15 15 12 120 D 22 120 D 22 13 F SLP2DF02V9AC3 SLP2DF02V5AC3 0,4

3 0,25 0 12 12 10 80 D 22 80 D 22 13 F SLP2DF02N9A03 SLP2DF02N5A03 0,4

3 0,25 0 12 12 130 D 22 130 D 22 13 F SLP2DF02E9A03 SLP2DF02E5A03 0,4

3 0,25 0 12 12 10 120 D 22 120 D 22 13 F SLP2DF02V9A03 SLP2DF02V5A03 0,4

3 0,3 0 6 6 5 80 D 22 80 D 22 13 F SLP2DF02N1A03 SLP2DF02N3A03 0,46

3 0,3 0 6 6 130 D 22 130 D 22 13 F SLP2DF02E1A03 SLP2DF02E3A03 0,46

3 0,3 0 6 6 5 120 D 22 120 D 22 13 F SLP2DF02V1A03 SLP2DF02V3A03 0,46

4 0,4 0 5 5 4 80 D 22 80 D 22 13 F SLP2DF02N9A04 SLP2DF02N5A04 0,39

4 0,4 0 5 5 130 D 22 130 D 22 13 F SLP2DF02E9A04 SLP2DF02E5A04 0,39

4 0,4 0 5 5 4 120 D 22 120 D 22 13 F SLP2DF02V9A04 SLP2DF02V5A04 0,39

1/4"

1 0,04 0 30 30 25 80 D 22 80 D 22 13 F SLP2DF02N9B01 SLP2DF02N5B01 0,39

1 0,04 0 30 30 130 D 22 130 D 22 13 F SLP2DF02E9B01 SLP2DF02E5B01 0,39

1 0,04 0 30 30 25 120 D 22 120 D 22 13 F SLP2DF02V9B01 SLP2DF02V5B01 0,39

1,5 0,09 0 20 20 15 80 D 22 80 D 22 13 F SLP2DF02N9BC2 SLP2DF02N5BC2 0,39

1,5 0,09 0 20 20 130 D 22 130 D 22 13 F SLP2DF02E9BC2 SLP2DF02E5BC2 0,39

1,5 0,09 0 20 20 15 120 D 22 120 D 22 13 F SLP2DF02V9BC2 SLP2DF02V5BC2 0,39

2,5 0,2 0 15 15 12 80 D 22 80 D 22 13 F SLP2DF02N9BC3 SLP2DF02N5BC3 0,39

2,5 0,2 0 15 15 130 D 22 130 D 22 13 F SLP2DF02E9BC3 SLP2DF02E5BC3 0,39

2,5 0,2 0 15 15 12 120 D 22 120 D 22 13 F SLP2DF02V9BC3 SLP2DF02V5BC3 0,39

3 0,25 0 12 12 10 80 D 22 80 D 22 13 F SLP2DF02N9B03 SLP2DF02N5B03 0,39

3 0,25 0 12 12 130 D 22 130 D 22 13 F SLP2DF02E9B03 SLP2DF02E5B03 0,39

3 0,25 0 12 12 10 120 D 22 120 D 22 13 F SLP2DF02V9B03 SLP2DF02V5B03 0,39

3 0,3 0 6 6 5 80 D 22 80 D 22 13 F SLP2DF02N1B03 SLP2DF02N3B03 0,45

3 0,3 0 6 6 130 D 22 130 D 22 13 F SLP2DF02E1B03 SLP2DF02E3B03 0,45

3 0,3 0 6 6 5 120 D 22 120 D 22 13 F SLP2DF02V1B03 SLP2DF02V3B03 0,45

4 0,4 0 5 5 4 80 D 22 80 D 22 13 F SLP2DF02N9B04 SLP2DF02N5B04 0,38

4 0,4 0 5 5 130 D 22 130 D 22 13 F SLP2DF02E9B04 SLP2DF02E5B04 0,38

4 0,4 0 5 5 4 120 D 22 120 D 22 13 F SLP2DF02V9B04 SLP2DF02V5B04 0,38

continuation       
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SLP Small series 2/2-way pilot operated solenoid valve. Normally closed
Features:		

• 	 2/2 way normally closed, closed when de-energized.  

	 Open when energized

• 	 Serialized products, small in size, large flow rate, widely use	

• 	 Body material: forged brass. Orifice: 10,5 mm

• 	 Ambient temp: 0…65 °C. Fluid temp: 0…130 °C.  

	 Max allowable pressure 17 bar

• 	 Flow as the arrow, mounts in any position.  

	 Best position is solenoid vertical and upright direction

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC  

	 50/60Hz 24VDC/12VDC

• 	 This series valves are offered NBR, VITON, EPDM etc for seals  

	 and diaphragm to provide on-off control of various fluids	

DIMENSIONS

VALVE SELECTION LIST	

Pipe
connec-

tion

Orifice 
(mm)

CV
(m3/h)

Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil 
type

Power consumption

Coil
class

Model code 
220VAC

Weight
(kg)Min

Max VA W

Air
Gas

Water 
Hot water 

Liquids

Light oil 
(≤20 cst) AC

220
DC
24V

AC DC AC DC AC DC

1/4"
10,5 1,47 0,1 16 10 16 10 13 10 80 D 22 13 F SLP1DF02N1BC9 0,51
10,5 1,47 0,1 16 10 16 10 130 D 22 13 F SLP1DF02E1BC9 0,51
10,5 1,47 0,1 16 10 16 10 13 10 120 D 22 13 F SLP1DF02V1BC9 0,51

3/8"
10,5 1,68 0,1 16 10 16 10 13 10 80 D 22 13 F SLP1DF02N1CC9 0,49
10,5 1,68 0,1 16 10 16 10 130 D 22 13 F SLP1DF02E1CC9 0,49
10,5 1,68 0,1 16 10 16 10 13 10 120 D 22 13 F SLP1DF02V1CC9 0,49

1/2"
10,5 1,75 0,1 16 10 16 10 13 10 80 D 22 13 F SLP1DF02N1DC9 0,46
10,5 1,75 0,1 16 10 16 10 130 D 22 13 F SLP1DF02E1DC9 0,46
10,5 1,75 0,1 16 10 16 10 13 10 120 D 22 13 F SLP1DF02V1DC9 0,46
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SLP Small series 2/2-way direct acting solenoid valve. Normally closed
Features:		

• 	 2-way normally closed solenoid valve.  

	 Closed when de-energized, open when energized

• 	 Serialized products, small in size, large flow rate, widely use

• 	 Body material: forged brass. Orifice: 10,5 mm

• 	 Ambient temp. 0…65°C, fluids temp. 0…130°C

• 	 Flow as the arrow, mounts in any position.  

	 Best position is solenoid vertical and upright direction

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC  

	 50/60Hz 24VDC/12VDC. Voltage tolerance: ±10%

• 	 This series valves are offered NBR, VITON, EPDM etc for seals  

	 and diaphragm to provide on-off control of various fluids

• 	 Coil can fix SM Coil. 220VAC/110VAC/24VAC/24VDC

DIMENSIONS

VALVE SELECTION LIST	

Pipe
connec-

tion

Orifice 
(mm)

CV
(m3/h)

Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil 
type

Power consumption

Coil
class

Model code 
220VAC

Weight
(kg)Min

Max VA W

Air
Gas

Water 
Hot water 

Liquids

Light oil 
(≤20 cst) AC

220
DC
24V

AC DC AC DC AC DC

1/4"
10,5 1,47 0 16 10 16 10 13 10 80 D 22 13 F SLP1DF02N1B10 0,51
10,5 1,47 0 16 10 16 10 130 D 22 13 F SLP1DF02E1B10 0,51
10,5 1,47 0 16 10 16 10 13 10 120 D 22 13 F SLP1DF02V1B10 0,51

3/8"
10,5 1,68 0 16 10 16 10 13 10 80 D 22 13 F SLP1DF02N1C10 0,49
10,5 1,68 0 16 10 16 10 130 D 22 13 F SLP1DF02E1C10 0,49
10,5 1,68 0 16 10 16 10 13 10 120 D 22 13 F SLP1DF02V1C10 0,49

1/2"
10,5 1,75 0 16 10 16 10 13 10 80 D 22 13 F SLP1DF02N1D10 0,46
10,5 1,75 0 16 10 16 10 130 D 22 13 F SLP1DF02E1D10 0,46
10,5 1,75 0 16 10 16 10 13 10 120 D 22 13 F SLP1DF02V1D10 0,46
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SLP Small series 2/2-way direct acting solenoid valve. Normally closed
Features:		

• 	 2-way normally closed solenoid valve. Closed when de-energized, 

open when energized

• 	 Serialized products, small in size, large flow rate, widely use

• 	 Body material: SS316. Orifice: 8 mm

• 	 Ambient temp. 0…65°C, fluids temp. 0…130°C

• 	 Flow as the arrow, mounts in any position. Best position is solenoid 

vertical and upright direction

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC  

	 50/60Hz 24VDC/12VDC. Voltage tolerance: ±10%

• 	 This series valves are offered NBR, VITON, EPDM etc for seals  

	 and diaphragm to provide on-off control of various fluids

• 	 Coil can fix SM Coil. 220VAC/110VAC/24VAC/24VDC

DIMENSIONS

VALVE SELECTION LIST	

Pipe
connec-

tion

Orifice 
(mm)

CV
(m3/h)

Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil 
type

Power consumption

Coil
class

Model code 
220VAC

Weight
(kg)Min

Max VA W

Air
Gas

Water 
Hot water 

Liquids

Light oil 
(≤20 cst) AC

220
DC
24V

AC DC AC DC AC DC

1/4"
9 1,2 0 16 10 16 10 13 10 80 D 22 13 F SLP1DF02N3B10 0,51
9 1,2 0 16 10 16 10 130 D 22 13 F SLP1DF02E3B10 0,51
9 1,2 0 16 10 16 10 13 10 120 D 22 13 F SLP1DF02V3B10 0,51

3/8"
9 1,2 0 16 10 16 10 13 10 80 D 22 13 F SLP1DF02N3C10 0,49
9 1,2 0 16 10 16 10 130 D 22 13 F SLP1DF02E3C10 0,49
9 1,2 0 16 10 16 10 13 10 120 D 22 13 F SLP1DF02V3C10 0,49

1/2"
9 1,2 0 16 10 16 10 13 10 80 D 22 13 F SLP1DF02N3D10 0,46
9 1,2 0 16 10 16 10 130 D 22 13 F SLP1DF02E3D10 0,46
9 1,2 0 16 10 16 10 13 10 120 D 22 13 F SLP1DF02V3D10 0,46
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SLP Small series 2/2-way pilot operated solenoid valve. Normally open
Features:		

• 	 2-way normally open solenoid valve.  

	 Open when de-energized, closed when energized

• 	 Serialized products, small in size, large flow rate, widely use

• 	 Body material: forged brass. Orifice: 10,5 mm

• 	 Ambient temp. 0…65°C, fluids temp. 0…130°C

• 	 Flow as the arrow, mounts in any position.  

	 Best position is solenoid vertical and upright direction

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC  

	 50/60Hz 24VDC/12VDC. Voltage tolerance: ±10%

• 	 This series valves are offered NBR, VITON, EPDM etc for seals  

	 and diaphragm to provide on-off control of various fluidsDIMENSIONS

VALVE SELECTION LIST	
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Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil
type

Power 
consumption

Coil
class

Model code 
220VAC

Weight
(kg)

Min

Max VA W

Air 
Gas

Water 
Hot 

water 
Liquids

Light oil 
(≤20 cst)

AC 
220V

DC 
24V

1/4"

10,5 1,47 0,1 13 13 8 80 D 20 20 F SLP2DF02N1BC9 0,66

10,5 1,47 0,1 13 13 130 D 20 20 F SLP2DF02E1BC9 0,66

10,5 1,47 0,1 13 13 8 120 D 20 20 F SLP2DF02V1BC9 0,66

3/8"

10,5 1,68 0,1 13 13 8 80 D 20 20 F SLP2DF02N1CC9 0,64

10,5 1,68 0,1 13 13 130 D 20 20 F SLP2DF02E1CC9 0,64

10,5 1,68 0,1 13 13 8 120 D 20 20 F SLP2DF02V1CC9 0,64

1/2"

10,5 1,75 0,1 13 13 8 80 D 20 20 F SLP2DF02N1DC9 0,61

10,5 1,75 0,1 13 13 130 D 20 20 F SLP2DF02E1DC9 0,61

10,5 1,75 0,1 13 13 8 120 D 20 20 F SLP2DF02V1DC9 0,61
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SLP Small series 2/2-way pilot operated solenoid valve. Normally open
Features:		

• 	 2-way normally open solenoid valve. Open when de-energized, 

closed when energized

• 	 Serialized products, small in size, large flow rate, widely use

• 	 Body material: SS316. Orifice: 9 mm	

• 	 Ambient temp. 0…65 °C

• 	 Flow as the arrow, mounts in any position. Best position is solenoid 

vertical and upright direction

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC  

	 50/60Hz 24VDC/12VDC. Voltage tolerance: ±10%

• 	 This series valves are offered NBR, VITON, EPDM etc for seals  

	 and diaphragm to provide on-off control of various fluids			

				  

DIMENSIONS

VALVE SELECTION LIST	
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 c
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Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil
type

Power 
consumption

Coil
class

Model code 
220VAC

Weight
(kg)

Min

Max VA W

Air 
Gas

Water 
Hot 

water 
Liquids

Light oil 
(≤20 cst) AC 

220V
DC 
24V

AC DC AC DC AC DC

1/4"

9 1,2 0,1 13 13 8 80 D 20 20 F SLP2DF02N3BC9 0,66

9 1,2 0,1 13 13 130 D 20 20 F SLP2DF02E3BC9 0,66

9 1,2 0,1 13 13 8 120 D 20 20 F SLP2DF02V3BC9 0,66

3/8"

9 1,2 0,1 13 13 8 80 D 20 20 F SLP2DF02N3CC9 0,64

9 1,2 0,1 13 13 130 D 20 20 F SLP2DF02E3CC9 0,64

9 1,2 0,1 13 13 8 120 D 20 20 F SLP2DF02V3CC9 0,64

1/2"

9 1,2 0,1 13 13 8 80 D 20 20 F SLP2DF02N3DC9 0,61

9 1,2 0,1 13 13 130 D 20 20 F SLP2DF02E3DC9 0,61

9 1,2 0,1 13 13 8 120 D 20 20 F SLP2DF02V3DC9 0,61
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SLP 2/2-way large diameter pilot operated solenoid valve. Normally closed
Features:		

• 	 2-way normally closed solenoid valve. Closed when de-energized, 

	 open when energized

• 	 Serialized products, small in size, large flow rate, widely use

• 	 Body material: forged brass. Orifice: 13…15 mm

• 	 Ambient temp. 0…65°C, fluids temp. 0…130°C.  

	 Max allowable pressure 20 bar

• 	 Flow as the arrow, mounts in any position.  

	 Best position is solenoid vertical and upright direction

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC  

	 50/60Hz 24VDC/12VDC. Voltage tolerance: ±10%

• 	 This series valves are offered NBR, VITON, EPDM etc for seals  

	 and diaphragm to provide on-off control of various fluids

• 	 Can fix explosion-proof coil

• 	 Coil can fix SM Coil. 220VAC/110VAC/24VAC/24VDCDIMENSIONS

FLOW CHART

VALVE SELECTION LIST	
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 c
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Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil
type

Power 
consumption

Coil
class

External 
dimensions 

AxBxH
Model code 

220VAC
Weight

(kg)
Min

Max VA W

Air 
Gas

Water 
Hot 

water 
Liquids

Light oil 
(≤20 cst) AC 

220V
DC 
24V

AC DC AC DC AC DC

3/8"

13 4,5 0,5 16 16 13 80 D 22 13 F 66x48x107 SLP1DF02N1C13 0,8

13 4,5 0,5 16 16 130 D 22 13 F 66x48x107 SLP1DF02E1C13 0,8

13 4,5 0,5 16 16 13 120 D 22 13 F 66x48x107 SLP1DF02V1C13 0,8

1/2"

13 4,5 0,5 16 16 13 80 D 22 13 F 66x48x107 SLP1DF02N1D13 0,7

13 4,5 0,5 16 16 130 D 22 13 F 66x48x107 SLP1DF02E1D13 0,7

13 4,5 0,5 16 16 13 120 D 22 13 F 66x48x107 SLP1DF02V1D13 0,7

next        
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SLP 2/2-way large diameter pilot operated solenoid valve. Normally closed
VALVE SELECTION LIST	

Pi
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 c
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h)

Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil
type

Power 
consumption

Coil
class

External 
dimensions 

AxBxH
Model code 

220VAC
Weight

(kg)Min

Max VA W

Air 
Gas

Water 
Hot 

water 
Liquids

Light oil 
(≤20 cst) AC 

220V
DC 
24V

AC DC AC DC AC DC

3/4"

20 7,6 0,5 16 16 13 80 D 22 13 F 75x58x112 SLP1DF02N1E20 0,9

20 7,6 0,5 16 16 130 D 22 13 F 75x58x112 SLP1DF02E1E20 0,9

20 7,6 0,5 16 16 13 120 D 22 13 F 75x58x112 SLP1DF02V1E20 0,9

1"

25 12 0,5 16 16 13 80 D 22 13 F 96x70x131 SLP1DF02N1G25 1,4

25 12 0,5 16 16 130 D 22 13 F 96x70x131 SLP1DF02E1G25 1,4

25 12 0,5 16 16 13 120 D 22 13 F 96x70x131 SLP1DF02V1G25 1,4

1¼"

35 22 0,5 16 16 13 80 D 22 13 F 131x96x146 SLP1DF02N1H35 2,8

35 22 0,5 16 16 130 D 22 13 F 131x96x146 SLP1DF02E1H35 2,8

35 22 0,5 16 16 13 120 D 22 13 F 131x96x146 SLP1DF02V1H35 2,8

1½"

40 30 0,5 16 16 13 80 D 22 13 F 131x96x146 SLP1DF02N1J40 2,7

40 30 0,5 16 16 130 D 22 13 F 131x96x146 SLP1DF02E1J40 2,7

40 30 0,5 16 16 13 120 D 22 13 F 131x96x146 SLP1DF02V1J40 2,7

2"

50 48 0,5 16 16 13 80 D 22 13 F 165x120x167 SLP1DF02N1K50 4

50 48 0,5 16 16 130 D 22 13 F 165x120x167 SLP1DF02E1K50 4

50 48 0,5 16 16 13 120 D 22 13 F 165x120x167 SLP1DF02V1K50 4

continuation       
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SLP 2/2-way large diameter pilot operated solenoid valve. Normally closed

Features:		
• 	 2-way normally closed solenoid valve. Closed when de-energized, 
	 open when energized
• 	 Serialized products, small in size, large flow rate, widely use
• 	 Body material: 316 stainless steel
• 	 Ambient temp. 0…65°C. Max allowable pressure 20 bar
• 	 Flow as the arrow, mounts in any position.  
	 Best position is solenoid vertical and upright direction

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC  
	 50/60Hz 24VDC/12VDC. Voltage tolerance: ±10%
• 	 This series valves are offered NBR, VITON, EPDM etc for seals  
	 and diaphragm to provide on-off control of various fluids
• 	 Can can fix Germany Nass Coil, for orifice under DN25 only
• 	 Coil can fix SM Coil. 220VAC/110VAC/24VAC/24VDC

DIMENSIONS (Flange connection)COMPONENTS CHART	

Size A B C ØD ØE N-ØF ØG H

DN25 134 13 2 110 58 4-14 85 160

DN32 160 15 2 135 74 4-18 100 175

DN40 160 15 2 145 84 4-18 110 180

DN50 200 16 2 160 88 4-18 125 207

DN65 250 19 3 185 118 4-18 145 250

DN80 270 19 3 202 134 4-18 160 262

DN100 342 21 3 222 162 8-18 180 287

Code Components

1 Valve body

2 Diaphragm

3 Diaphragm spring

4 Valve cover

5 Bolts

6 Plunger assembly

7 Plunger spring

8 O-ring Ø18x1,5

9 Plunger tube assembly

10 Coil

11 Plug

12 Gasket

13 Locknut

next        
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VALVE SELECTION LIST	
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Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil
type

Power 
consumption

Coil
class

External 
dimensions 

AxBxH
Model code 

220VAC
Weight

(kg)
Min

Max VA W

Air 
Gas

Water 
Hot 

water 
Liquids

Light oil 
(≤20 cst)

AC 
220V

DC 
24V

3/8"

13 4,5 0,5 16 16 13 80 D 22 13 F 66x48x107 SLP1DF02N3C13 0,75

13 4,5 0,5 16 16 130 D 22 13 F 66x48x107 SLP1DF02E3C13 0,75

13 4,5 0,5 16 16 13 120 D 22 13 F 66x48x107 SLP1DF02V3C13 0,75

1/2"

13 4,5 0,5 16 16 13 80 D 22 13 F 66x48x107 SLP1DF02N3D13 0,7

13 4,5 0,5 16 16 130 D 22 13 F 66x48x107 SLP1DF02E3D13 0,7

13 4,5 0,5 16 16 13 120 D 22 13 F 66x48x107 SLP1DF02V3D13 0,7

3/4"

20 7,6 0,5 16 16 13 80 D 22 13 F 75x58x112 SLP1DF02N3E20 0,9

20 7,6 0,5 16 16 130 D 22 13 F 75x58x112 SLP1DF02E3E20 0,9

20 7,6 0,5 16 16 13 120 D 22 13 F 75x58x112 SLP1DF02V3E20 0,9

1"

25 12 0,5 16 16 13 80 D 22 13 F 96x70x131 SLP1DF02N3G25 1,3

25 12 0,5 16 16 130 D 22 13 F 96x70x131 SLP1DF02E3G25 1,3

25 12 0,5 16 16 13 120 D 22 13 F 96x70x131 SLP1DF02V3G25 1,3

1¼"

35 22 0,5 16 16 13 80 D 22 13 F 131x96x146 SLP1DF02N3H35 2,6

35 22 0,5 16 16 130 D 22 13 F 131x96x146 SLP1DF02E3H35 2,6

35 22 0,5 16 16 13 120 D 22 13 F 131x96x146 SLP1DF02V3H35 2,6

1½"

40 30 0,5 16 16 13 80 D 22 13 F 131x96x146 SLP1DF02N3J40 2,5

40 30 0,5 16 16 130 D 22 13 F 131x96x146 SLP1DF02E3J40 2,5

40 30 0,5 16 16 13 120 D 22 13 F 131x96x146 SLP1DF02V3J40 2,5

2"

50 48 0,5 16 16 13 80 D 22 13 F 165x120x167 SLP1DF02N3K50 4,4

50 48 0,5 16 16 130 D 22 13 F 165x120x167 SLP1DF02E3K50 4,4

50 48 0,5 16 16 13 120 D 22 13 F 165x120x167 SLP1DF02V3K50 4,4

SLP 2/2-way large diameter pilot operated solenoid valve. Normally closed
continuation       

next        
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continuation       

Orifice 
(mm)

CV 
(m3/h)

Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil
type

Power 
consumption

Model code 
220VAC

Weight
(kg)

Min

Max VA W

Air 
Gas

Water 
Hot 

water 
Liquids

Light oil 
(≤20 cst) AC 

220V
DC 
24V

AC DC AC DC AC DC

25 12 0,5 16 16 16 16 13 13 80 D 22 13 SLP1DF02N3F25 2,7

25 12 0,5 16 16 16 16 120 D 22 13 SLP1DF02E3F25 2,7

25 12 0,5 16 16 16 16 13 13 120 D 22 13 SLP1DF02V3F25 2,7

35 22 0,5 16 16 16 16 13 13 80 D 22 13 SLP1DF02N3F35 5

35 22 0,5 16 16 16 16 120 D 22 13 SLP1DF02E3F35 5

35 22 0,5 16 16 16 16 13 13 120 D 22 13 SLP1DF02V3F35 5

40 30 0,5 16 16 16 16 13 13 80 D 22 13 SLP1DF02N3F35 5

40 30 0,5 16 16 16 16 120 D 22 13 SLP1DF02E3F35 5

40 30 0,5 16 16 16 16 13 13 120 D 22 13 SLP1DF02V3F35 5

50 48 0,5 16 16 16 16 13 13 80 D 22 13 SLP1DF02N3F50 7,9

50 48 0,5 16 16 16 16 120 D 22 13 SLP1DF02E3F50 7,9

50 48 0,5 16 16 16 16 13 13 120 D 22 13 SLP1DF02V3F50 7,9

65 52 1 12 10 12 10 8 6 80 D 33 20 SLP1DF02N4F65 13,5

65 52 1 12 10 12 10 120 D 33 20 SLP1DF02E4F65 13,5

65 52 1 12 10 12 10 8 6 120 D 33 20 SLP1DF02V4F65 13,5

80 80 1 12 10 12 10 8 6 80 D 33 20 SLP1DF02N4F80 15,6

80 80 1 12 10 12 10 120 D 33 20 SLP1DF02E4F80 15,6

80 80 1 12 10 12 10 8 6 120 D 33 20 SLP1DF02V4F80 15,6

100 128 1 12 10 12 10 8 6 80 D 33 20 SLP1DF02N4F100 22

100 128 1 12 10 12 10 120 D 33 20 SLP1DF02E4F100 22

100 128 1 12 10 12 10 8 6 120 D 33 20 SLP1DF02V4F100 22

VALVE SELECTION LIST (Flange connection)

SLP 2/2-way large diameter pilot operated solenoid valve. Normally closed
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SLP plastic series 2/2-way pilot operated solenoid valve. Normally closed
Features:		

• 	 2-way normally closed solenoid valve. Closed when de-energized, 

	 open when energized

• 	 Serialized products, small in size, large flow rate, widely use

• 	 Body material: PA6

• 	 Ambient temp. 0…65°C. Max allowable pressure 13 kgf/cm2

• 	 Flow as the arrow, mounts in any position.  

	 Best position is solenoid vertical and upright direction

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC  

	 50/60Hz 24VDC/12VDC. Voltage tolerance: ±10%

• 	 This series valves are offered NBR, VITON, EPDM etc for seals  

	 and diaphragm to provide on-off control of various fluids

• 	 Coil can fix SM Coil. 220VAC/110VAC/24VAC/24VDC

VALVE SELECTION LIST	
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 c
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h)

Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil
type

Power 
consumption

Coil
class

External 
dimensions 

AxBxH
Model code 

220VAC
Weight

(kg)
Min

Max VA W

Air 
Gas

Water 
Hot 

water 
Liquids

Light oil 
(≤20 cst)

AC 
220V

DC 
24V

3/8"

13 4,5 0,5 10 10 6 80 D 22 13 F 76x52x112 SLP1DF02N7C13 0,38

13 4,5 0,5 10 10 80 D 22 13 F 76x52x112 SLP1DF02E7C13 0,38

13 4,5 0,5 10 10 6 80 D 22 13 F 76x52x112 SLP1DF02V7C13 0,38

1/2"

13 4,5 0,5 10 10 6 80 D 22 13 F 76x52x112 SLP1DF02N7D13 0,37

13 4,5 0,5 10 10 80 D 22 13 F 76x52x112 SLP1DF02E7D13 0,37

13 4,5 0,5 10 10 6 80 D 22 13 F 76x52x112 SLP1DF02V7D13 0,37

3/4"

20 7,6 0,5 10 10 6 80 D 22 13 F 90x71x116 SLP1DF02N7E20 0,43

20 7,6 0,5 10 10 80 D 22 13 F 90x71x116 SLP1DF02E7E20 0,43

20 7,6 0,5 10 10 6 80 D 22 13 F 90x71x116 SLP1DF02V7E20 0,43

1"

25 12 0,5 10 10 6 80 D 22 13 F 111x91x123 SLP1DF02N7G25 0,49

25 12 0,5 10 10 80 D 22 13 F 111x91x123 SLP1DF02E7G25 0,49

25 12 0,5 10 10 6 80 D 22 13 F 111x91x123 SLP1DF02V7G25 0,49

1 
1/4"

35 22 0,5 10 10 6 80 D 22 13 F 158x115x141 SLP1DF02N7H35 0,85

35 22 0,5 10 10 80 D 22 13 F 158x115x141 SLP1DF02E7H35 0,85

35 22 0,5 10 10 6 80 D 22 13 F 158x115x141 SLP1DF02V7H35 0,85

1 
1/2"

40 30 0,5 10 10 6 80 D 22 13 F 158x115x141 SLP1DF02N7J40 0,78

40 30 0,5 10 10 80 D 22 13 F 158x115x141 SLP1DF02E7J40 0,78

40 30 0,5 10 10 6 80 D 22 13 F 158x115x141 SLP1DF02V7J40 0,78
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SLP 2/2-way large diameter pilot operated solenoid valve. Normally open	
Features:		

• 	 2-way normally open solenoid valve. Open when de-energized, closed when energized

• 	 Serialized products, small in size, large flow rate, widely use

• 	 Body material: brass

• 	 Ambient temp. 0…65°C. Max allowable pressure 16 kgf/cm2

• 	 Flow as the arrow, mounts in any position. Best position is solenoid vertical and upright direction

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC 50/60Hz 24VDC/12VDC. Voltage tolerance: ±10%

• 	 This series valves are offered NBR, VITON, EPDM etc for seals and diaphragm to provide  

	 on-off control of various fluids

DIMENSIONS

VALVE SELECTION LIST	
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Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil
type

Power 
consumption

Coil
class

External 
dimensions 

AxBxH
Model code 

220VAC
Weight

(kg)
Min

Max VA W

Air 
Gas

Water 
Hot 

water 
Liquids

Light oil 
(≤20 cst)

AC 
220V

DC 
24V

3/8"

13 4,5 0,5 13 13 8 80 D 20 20 F 66x48x124 SLP2DF02N1C13 0,9

13 4,5 0,5 13 13 120 D 20 20 F 66x48x124 SLP2DF02E1C13 0,9

13 4,5 0,5 13 13 8 120 D 20 20 F 66x48x124 SLP2DF02V1C13 0,9

1/2"

13 4,5 0,5 13 13 8 80 D 20 20 F 66x48x124 SLP2DF02N1D13 0,9

13 4,5 0,5 13 13 120 D 20 20 F 66x48x124 SLP2DF02E1D13 0,9

13 4,5 0,5 13 13 8 120 D 20 20 F 66x48x124 SLP2DF02V1D13 0,9

3/4"

20 7,6 0,5 13 13 8 80 D 20 20 F 75x58x130 SLP2DF02N1E20 1,1

20 7,6 0,5 13 13 120 D 20 20 F 75x58x130 SLP2DF02E1E20 1,1

20 7,6 0,5 13 13 8 120 D 20 20 F 75x58x130 SLP2DF02V1E20 1,1

1"

25 12 0,5 13 13 8 80 D 20 20 F 96x70x143 SLP2DF02N1G25 1,6

25 12 0,5 13 13 120 D 20 20 F 96x70x143 SLP2DF02E1G25 1,6

25 12 0,5 13 13 8 120 D 20 20 F 96x70x143 SLP2DF02V1G25 1,6

next        next        
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continuation       

SLP 2/2-way large diameter pilot operated solenoid valve. Normally open	
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Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil
type

Power 
consumption

Coil
class

External 
dimensions 

AxBxH
Model code 

220VAC
Weight

(kg)
Min

Max VA W

Air 
Gas

Water 
Hot 

water 
Liquids

Light oil 
(≤20 cst)

AC 
220V

DC 
24V

1¼"

35 22 0,5 8 8 8 80 D 20 20 F 131x96x158 SLP2DF02N1H35 3

35 22 0,5 8 8 120 D 20 20 F 131x96x158 SLP2DF02E1H35 3

35 22 0,5 8 8 8 120 D 20 20 F 131x96x158 SLP2DF02V1H35 3

1½"

40 30 0,5 8 8 8 80 D 20 20 F 131x96x158 SLP2DF02N1J40 2,8

40 30 0,5 8 8 120 D 20 20 F 131x96x158 SLP2DF02E1J40 2,8

40 30 0,5 8 8 8 120 D 20 20 F 131x96x158 SLP2DF02V1J40 2,8

2"

50 48 0,5 8 8 8 80 D 20 20 F 165x120x179 SLP2DF02N1K50 4,2

50 48 0,5 8 8 120 D 20 20 F 165x120x179 SLP2DF02E1K50 4,2

50 48 0,5 8 8 8 120 D 20 20 F 165x120x179 SLP2DF02V1K50 4,2
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SLP 2/2-way large diameter pilot operated solenoid valve. Normally open	
Features:		

• 	 2-way normally open solenoid valve. Open when de-energized, closed when energized

• 	 Serialized products, small in size, large flow rate, widely use

• 	 Body material: 316 stainless steel

• 	 Ambient temp. 0…65°C. Max allowable pressure 12 kgf/cm2

• 	 Flow as the arrow, mounts in any position. Best position is solenoid vertical and upright direction

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC 50/60Hz 24VDC/12VDC. Voltage tolerance: ±10%

• 	 This series valves are offered NBR, VITON, EPDM etc for seals and diaphragm to provide  

	 on-off control of various fluids							     

DIMENSIONS (Flange connection)

VALVE SELECTION LIST	
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Operating pressure differential 
(kgf/cm2)

Max
fluids
temp
(°C)

Coil
type

Power 
consumption

Coil
class

External 
dimensions 

AxBxH
Model code 

220VAC
Weight

(kg)
Min

Max VA W

Air 
Gas

Water 
Hot 

water 
Liquids

Light 
oil 

(≤20 
cst)

AC 
220V

DC 
24V

3/8"
13 4,5 0,5 13 13 8 80 D 20 20 F 66x48x124 SLP2DF02N3C13 0,95

13 4,5 0,5 13 13 120 D 20 20 F 66x48x124 SLP2DF02E3C13 0,95

13 4,5 0,5 13 13 8 120 D 20 20 F 66x48x124 SLP2DF02V3C13 0,95

1/2"
13 4,5 0,5 13 13 8 80 D 20 20 F 66x48x124 SLP2DF02N3D13 0,9
13 4,5 0,5 13 13 120 D 20 20 F 66x48x124 SLP2DF02E3D13 0,9
13 4,5 0,5 13 13 8 120 D 20 20 F 66x48x124 SLP2DF02V3D13 0,9

3/4"
20 7,6 0,5 13 13 8 80 D 20 20 F 75x58x130 SLP2DF02N3E20 1,1
20 7,6 0,5 13 13 120 D 20 20 F 75x58x130 SLP2DF02E3E20 1,1
20 7,6 0,5 13 13 8 120 D 20 20 F 75x58x130 SLP2DF02V3E20 1,1

1"
25 12 0,5 13 13 8 80 D 20 20 F 96x70x143 SLP2DF02N3G25 1,5
25 12 0,5 13 13 120 D 20 20 F 96x70x143 SLP2DF02E3G25 1,5
25 12 0,5 13 13 8 120 D 20 20 F 96x70x143 SLP2DF02V3G25 1,5

1¼"
35 22 0,5 8 8 8 80 D 20 20 F 131x96x158 SLP2DF02N3H35 2,8
35 22 0,5 8 8 120 D 20 20 F 131x96x158 SLP2DF02E3H35 2,8
35 22 0,5 8 8 8 120 D 20 20 F 131x96x158 SLP2DF02V3H35 2,8

1½"
40 30 0,5 8 8 8 80 D 20 20 F 131x96x158 SLP2DF02N3J40 2,7
40 30 0,5 8 8 120 D 20 20 F 131x96x158 SLP2DF02E3J40 2,7
40 30 0,5 8 8 8 120 D 20 20 F 131x96x158 SLP2DF02V3J40 2,7

2"
50 48 0,5 8 8 8 80 D 20 20 F 165x120x179 SLP2DF02N3K50 4,6
50 48 0,5 8 8 120 D 20 20 F 165x120x179 SLP2DF02E3K50 4,6
50 48 0,5 8 8 8 120 D 20 20 F 165x120x179 SLP2DF02V3K50 4,6

Size A B C ØD ØE N-ØF ØG H

DN25 134 13 2 110 58 4-14 85 172

DN32 160 15 2 135 74 4-18 100 187

DN40 160 15 2 145 84 4-18 110 192

DN50 200 16 2 160 88 4-18 125 219

next        
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SLP 2/2-way large diameter pilot operated solenoid valve. Normally open	
VALVE SELECTION LIST (Flange connection)				  

continuation       

Orifice 
(mm)

CV 
(m3/h)

Operating pressure differential (kgf/cm2)
Max 

fluids 
temp 
(°C)

Coil 
type

Power 
consumption

Model code 
220VAC Weight (kg)

Min

Max VA W

Air Gas Water Hot 
water Liquids

Light oil (≤20 
cst) AC 

220V
DC 
24V

AC DC AC DC AC DC

25 12 0,5 13 13 13 13 8 8 80 D 20 20 SLP2DF02N3F25 2,9

25 12 0,5 13 13 13 13 120 D 20 20 SLP2DF02E3F25 2,9

25 12 0,5 13 13 13 13 8 8 120 D 20 20 SLP2DF02V3F25 2,9

35 22 0,5 8 8 8 8 8 8 80 D 20 20 SLP2DF02N3F35 5,2

35 22 0,5 8 8 8 8 120 D 20 20 SLP2DF02E3F35 5,2

35 22 0,5 8 8 8 8 8 8 120 D 20 20 SLP2DF02V3F35 5,2

40 30 0,5 8 8 8 8 8 8 80 D 20 20 SLP2DF02N3F35 5,5

40 30 0,5 8 8 8 8 120 D 20 20 SLP2DF02E3F35 5,5

40 30 0,5 8 8 8 8 8 8 120 D 20 20 SLP2DF02V3F35 5,5

50 48 0,5 8 8 8 8 8 8 80 D 20 20 SLP2DF02N3F50 8,1

50 48 0,5 8 8 8 8 120 D 20 20 SLP2DF02E3F50 8,1

50 48 0,5 8 8 8 8 8 8 120 D 20 20 SLP2DF02V3F50 8,1
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SLP plastic series 2/2-way pilot operated solenoid valve. Normally open
Features:		

• 	 2-way normally open solenoid valve. Open when de-energized, closed when energized

• 	 Serialized products, small in size, large flow rate, widely use

• 	 Body material: PA6

• 	 Ambient temp. 0…65°C. Max allowable pressure 13 kgf/cm2

• 	 Flow as the arrow, mounts in any position.  

	 Best position is solenoid vertical and upright direction

• 	 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC 50/60Hz 24VDC/12VDC.  

	 Voltage tolerance: ±10%

• 	 This series valves are offered NBR, VITON, EPDM etc for seals and diaphragm  

	 to provide on-off control of various fluids

• 	 Coil can fix SM Coil. 220VAC/110VAC/24VAC/24VDC

VALVE SELECTION LIST	

Pi
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 c
on

ne
ct

io
n

O
rif

ic
e 

(m
m

)

C
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(m
3 /

h)

Operating pressure differential (kgf/cm2)

Max
fluids
temp
(°C)

Coil
type

Power 
consumption

Coil
class

External 
dimensions 

AxBxH
Model code 

220VAC
Weight

(kg)
Min

Max VA W

Air 
Gas

Water 
Hot 

water 
Liquids

Light oil 
(≤20 cst)

AC 
220V

DC 
24V

3/8"

13 4,5 0,5 8 8 5 80 D 20 20 F 76x52x129 SLP2DF02N7C13 0,53

13 4,5 0,5 8 8 80 D 20 20 F 76x52x129 SLP2DF02E7C13 0,53

13 4,5 0,5 8 8 5 80 D 20 20 F 76x52x129 SLP2DF02V7C13 0,53

1/2"

13 4,5 0,5 8 8 5 80 D 20 20 F 76x52x129 SLP2DF02N7D13 0,52

13 4,5 0,5 8 8 80 D 20 20 F 76x52x129 SLP2DF02E7D13 0,52

13 4,5 0,5 8 8 5 80 D 20 20 F 76x52x129 SLP2DF02V7D13 0,52

3/4"

20 7,6 0,5 8 8 5 80 D 20 20 F 90x71x133 SLP2DF02N7E20 0,58

20 7,6 0,5 8 8 80 D 20 20 F 90x71x133 SLP2DF02E7E20 0,58

20 7,6 0,5 8 8 5 80 D 20 20 F 90x71x133 SLP2DF02V7E20 0,58

1"

25 12 0,5 8 8 5 80 D 20 20 F 111x91x141 SLP2DF02N7G25 0,65

25 12 0,5 8 8 80 D 20 20 F 111x91x141 SLP2DF02E7G25 0,65

25 12 0,5 8 8 5 80 D 20 20 F 111x91x141 SLP2DF02V7G25 0,65

1¼"

35 22 0,5 8 8 5 80 D 20 20 F 158x115x158 SLP2DF02N7H35 1

35 22 0,5 8 8 80 D 20 20 F 158x115x158 SLP2DF02E7H35 1

35 22 0,5 8 8 5 80 D 20 20 F 158x115x158 SLP2DF02V7H35 1

1½"

40 30 0,5 8 8 5 80 D 20 20 F 158x115x158 SLP2DF02N7J40 0,9

40 30 0,5 8 8 80 D 20 20 F 158x115x158 SLP2DF02E7J40 0,9

40 30 0,5 8 8 5 80 D 20 20 F 158x115x158 SLP2DF02V7J40 0,9
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SLP series coils characteristics list

Coils model 
code Voltage

Power consumption

Suitable valve model50Hz VA 60Hz VA DC

Inrush Holding Inrush Holding W

D04-3101
AC220V 55 22 55 18

—

SLP normally closed series; 
SLP micro normally open 

series 1,5…3 mm

N04-3101

D04-3102
AC110V 55 22 55 18

N04-3102

D04-3104
AC24V 45 18 45 15

N04-3104

D04-3106
DC24V

— —
N04-3106

D04-3107
DC12V

N04-3107

D01-4101
AC220V 82 20 82 20

—

SLP normally open series

N01-4101

D01-4102
AC110V 82 28 82 28

N01-4102

D03-5101
DC24V

—

20
N03-5101

D03-5102
DC12V 28,5

N03-5102

N03-5102 AC220V 82 33 82 28 —
SLP normally closed series 65…100 mm

N03-5102 DC24V — 20

Standard coil parameters tables		

Coils model 
code Voltage

Power consumption Electricity Orifice for suitable valve model (mm)

Inrush Holding Inrush Holding Normaly closed Normally open

SM-3101 AC220V 78VA 4,5VA 350mA 20mA

3…50

—

SM-3102 AC110V 72VA 5,0VA 660mA 45mA

SM-3106 DC24V 50W 7,2W 2185mA 350mA

SM-3104 AC24V 19VA 6,5VA 940mA 310mA

SM-4101 AC220V 130VA 6VA 590mA 28mA

65…100
SM-4102 AC110V 95VA 8VA 900mA 75mA

SM-4106 DC24V 50W 9W 2185mA 385mA

SM-4104 AC24V 19VA 7VA 930mA 360mA

SM coil parameters tables	


