
EKO-TRADING CO., LIMITED

Stainless Steel Filters	



Filter configuration: 	 PP+UDF+PP+RO+CTO		
Applicable water pressure: 	 0.1-0.4 MPa		
Applicable water: 	 City tap water	 	
Outlet water: 	 Reverse osmosis 
	 and potable water	 	
Product size: 	 508*160*403 mm		
Water pressure tank: 	 3.2G	 	
Ambient temperature: 	 4-38 °C		
Purified water flow: 	 0.2 l/min		
Cartridge replacement 
alarm device:	 Yes		
Pump:	 With or without		

Filter configuration:	 PP+CTO+RO+GAC
Outlet water: 	 Reverse osmosis and  
	 potable water
Product size:	 470*170*450 mm
Water pressure tank: 	 3.2G		  	
Water flow before 
RO membrane: 	 1.5 l/min
Purified water flow: 	 0.13-0.26 l/min 
	 (RO membrane 			 
	 50G/75G/100G)
Pump: 	 With or without
Display: 	 LED with cartridge  
	 replacement alarm function	
Features:	 Filter bottle and stainless 		
	 steel housing		

Product size:	 420*150*410 mm
Filter configuration:	 PAC+RO	
Outlet water: 	 Reverse osmosis and  
	 potable water
Pump:	 Booster pump
Purified water flow:	 1-2 l/min (RO membrane 		
	 400G/500G/600G/ 
	 700G/800G)
Water flow before  
RO membrane: 	 1.5 l/min
Display:	 LED with cartridge 
	 replacement alarm function
Water pressure tank: 	 Without
Features:	 Stainless steel housing,  
	 one-piece cartridge bracket, 
	 cartridge replacement 
	 automatic water supply  
	 shut-off function
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Model: TQ-R01

Model: TQ-R03	

Model: TQ-R02	

Stainless Steel RO Machines		



Product size:	 360*140*400 mm
Filter configuration: 	 PPC+RO+CTO
Outlet water: 	 Reverse osmosis water
Pump: 	 With or without
Purified water flow: 	 0.13-0.26 l/min 
	 (RO membrane 
	 50G/75G/100G)
Display: 	 LED with cartridge 
	 replacement alarm function
Water pressure tank: 	 3.2G
Features: 	 Stainless steel housing, 
	 one-piece cartridge bracket, 
	 cartridge replacement 
	 automatic water supply  
	 shut-off function

Product size: 	 360*140*400 mm
Filter configuration: 	 PPC+RO+CTO
Outlet water: 	 Reverse osmosis water
Pump: 	 With or without
Purified water flow: 	 0.13-0.26 l/min  
	 (RO membrane 
	 50G/75G/100G)
Display: 	 LED with cartridge  
	 replacement alarm function
Water pressure tank: 	 3.2G
Features: 	 Stainless steel housing,  
	 one-piece cartridge bracket, 
	 cartridge replacement  
	 automatic water supply  
	 shut-off function

Product size: 	 420*150*440 mm
Filter configuration: 	 PAC+RO+CTO
Outlet water: 	 Reverse osmosis and  
	 potable water
Pump: 	 With pump			 
Purified water flow: 	 1-2 l/min (RO membrane 
	 400G-800G)
Water flow before  
RO membrane: 	 1.5 l/min
Display: 	 LED with cartridge  
	 replacement alarm function
Water pressure tank: 	 Without			 
Features: 	 Stainless steel housing

Model: TQ-R05	

Model: TQ-R08

Model: TQ-R06
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Product size: 	 410*150*420 mm
Filter configuration: 	 PAC+RO
Outlet water: 	 Reverse osmosis and  
	 potable water
Pump: 	 With pump
Purified water flow: 	 1-2 l/min (RO membrane 
	 400G/500G/600G			 
	 700G/800G)
Water pressure tank: 	 Without  
RO membrane: 	 1.5 l/min
Display: 	 LED with cartridge 
	 replacement alarm function
Water pressure tank:	 Without
Features: 	 Stainless steel housing, 
	 one-piece cartridge bracket, 
	 cartridge replacement 
	 automatic water supply shut-		
	 off function

Filtration: 	 40 µm			 
Water flow before  
RO membrane: 	 4 T/h	 		
Applicable water pressure: 	 0.1-0.4 MPa			
Product size: 	 252*108*71 mm		  	

Filtration: 	 40 µm			 
Water flow before  
RO membrane: 	 4 T/h	 		
Applicable water pressure: 	 0.1-0.4 MPa			
Product size: 	 252*108*71 mm		

Model: TQ-R09	

Model: TQ-QZ01

Model: TQ-QZ02
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Stainless Steel Pre-Filters



Ultrafiltration Water Purifiers		

Product model TR500 TR1000 TR1500 TR2000

Flowrate, l/h 500 1000 1500 2000

Filter cartridge UF UF UF UF

Connectortype 1/2" 1/2" 3/4" 3/4"

Dimension Ø108*475 Ø108*555 Ø108*725 Ø114*785

Package, cm 48*48.5*48.5 62*48.5*48.5 73*48.5*48.5 80.5*48.5*48.5

Pieces/box 4 4 4 4

Description T500 T1000 T1500 T2000

Filter cartridge UF UF UF UF

Connector type 1/2" 1/2" 1/2" 1/2"

Filter element 
size Ø125*170 Ø125*240 Ø125*330 Ø125*400

Overall size 335*135*155 385*135*155 460*135*155 530*135*155

Number of inlet 
and outlet 3 3 3 3

Description TS500 TS1000 TS1500 TS2000

Flow rate, l/h 500 1000 1500 2000

Filter cartridge UF UF UF UF

Connector type 1/2" 1/2" 1/2" 3/4"

Dimension Ø108*430 Ø108*530 Ø108*620 Ø114*720

Package, cm 47*41*43 57*41*43 65*41*43 657541*43

Pieces/box 4 4 4 4

T2000

TS2000

TR500

TR1000

TR1500

TR2000

T1500

TS1500

T1000

TS1000

T500

TS500
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Description GB500 GB1000 GB1500 GB2000

Flow rate, l/h 500 1500 2000 2500

Filter cartridge UF UF UF UF

Connector type 1/2" 1/2" 1/2" 3/4"

Dimension Ø101*335 Ø101*500 Ø101*705 Ø108*768

Package, cm 42*38*63 53*42*43 72*42*43 83*42*43

Pieces/box 6 4 4 4

Description TQ1000 TQ2000 TQ3000

Flow rate, l/h 1000 2000 3000

Filter cartridge UF membrane UF membrane UF membrane

Connector type 1/2" 3/4" 3/4"

Dimension Ø133*525 Ø133*665 Ø133*856

Description GS500 GS1000 GS2000 GS2500

Flow rate, l/h 500 1000 2000 2500

Filter cartridge KDF+UF KDF+UF KDF+UF KDF+UF

Connector type 1/2" 1/2" 3/4" 3/4"

Dimension Ø114*365 Ø114*455 Ø114*665 Ø114*800

Package, cm 44*42*40 53.5*42*40 75*42*42 89*42*42

Pieces/box 4 4 4 4

Description TX500 TX1000 TX2000 TX2500

Flow rate, l/h 500 1500 2000 2500

Filter cartridge UF UF UF UF

Connector type 1/2" 1/2" 1/2" 3/4"

Dimension Ø101*335 Ø101*500 Ø101*705 Ø101*768

Package, cm 42*38*63 53*42*43 72*42*43 83*42*43

Pieces/box 6 4 4 4

GB2000

GS2500

TX2500

TQ3000

TQ2000

TQ1000

GB1500

GS2000

TX2000

GB1000

GS1000

TX1000

GB500

GS500

TX500
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Features:
Five stage filtration. Effectively removes sand, 
microorganisms and bacteria such as silt, algae, 
etc. without being discharged into the drain.
All parts are from stainless steel. Effectively 
reduce the chance of water leakage.

Display:	 LED. Cartridge replacement automati water 
		  supply shut-off function

Filter configuration: 	 PP+PreUDF+PP+UF+PostUDF

Water inlets 
and outlets: 	 4	

PP: 	 10” 5UF

Pre GAC: 	 10”

PP: 	 10” 1UF

Dimension: 	 400*200*415 mm

UF: 	 removing bacteria

Post GAC: 	 removal of off-taste and improvementof taste	
Water flow before 
RO membrane: 	 1 l/min

Features:
The first stage is filtered by a 10” stainless steel mesh with 
manual flushing function, which is 10 times longer than the 
service life of a conventional cotton polypropylene cartridge
Six stage filtration provides filtering effect.

Effectively removes sands, microorganisms and bacteria 
such as silt, algae, etc. without waste water.
All parts are from stainless steel. Effectively reduce the 
chance of water leakage.

Display: 	 LED. Cartridge replacement automatic water
		  supply shut-off function
Filter configuration:	 Stainless steel Pre-filter + PP + PreUDF +  
		  PP + UF + PostUDF
Water inlets 
and outlets:   	 4
Stainless steel 
Pre-filter: 	 10” 40UF
PP: 	 10” 5UF
Pre GAC: 	 10”
PP: 	 10” 1UF
Dimension: 	 315*235*415 mm
UF: 	 removing bacteria
Post GAC: 	 removal of off-taste and improvement of taste	

High Magnetic Activation Water Purifiers

Stainless Steel Pipeline Water Purifiers

Description G3-1 G4-1

L/H 200 150

High 
Magnet

PP/CTO/UF/
GAC/CRM

PP/CTO/UF/
GAC/CRM

Connector 
type 1/2" 1/2"

Dimension 10" 10"

Package 
(cm) 60*50*46 56*40*47

Pieces/
box 4 4

G3-1 G4-1

Model: Q3-2	

Model: Q4-2	
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Description TG-01 TG-02 TG-03

Applicable 
water pressure 0.1-0.4 MPa 0.1-0.4 MPa 0.1-0.4 MPa

Filter 
configuration

PP+CTO+
UF+GAC

PP+CTO+
UF+CTO

PP+GAC+
PP+UF+CTO

Ambient 
temperature 5-40C 5-40C 5-40C

Purified water 
flow 1.5 l/min 1.5 l/min 1.5 l/min

Product size 400*155*
410 mm

345*120*
410 mm

400*82*
330 mm

Description Q3 Q3-1 Q4-1

Flow rate 200 l/h 200 l/h 200 l/h

Filter 
configuration

PP+CTO+UF+
GAC+CRM

PP+CTO+UF+
GAC+CRM

PP+CTO+UF+
GAC+CRM

Connector type 1/2" 1/2" 1/2"

Dimension 10" 10" 10"

Package (cm) 60*50*46 60*50*46 60*50*46

Pieces/box 4 4 4

Description A1 A3 B1 B3

Flow rate 200 l/h 200 l/h 200 l/h 200 l/h

Filter 
configuration

PP+CTO+
UF+GAC+

CRM

PP+CTO+
UF+GAC+

CRM

PP+CTO+
UF+GAC+

CRM

PP+CTO+
UF+GAC+

CRM

Connector 
type 1/2", 3/4" 1/2" 1/2" 1/2"

Dimension 10" 10" 20" 20"

Package (cm) 56*45*36 57*47*45 46*35*62 56*47*70

Pieces/box 20 4 12 4

TG-01

TG-03

Q3-1

Q4-1

A1 B1 B3

A3

TG-02

Q3
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Description D1 D1-1 D2 D2-2

Flow rate 200 l/h 350 l/h 200 l/h 350 l/h

Filter 
configuration

PP + CTO + 
UF + GAC + 

CRM

Bag filter 
element

PP + CTO + 
UF + GAC + 

CRM

Bag filter 
element

Connector 
type 1/2", 3/4", 1" 3/4", 1" 1/2", 3/4", 1" 3/4", 1"

Dimension 10" 10" 20" 20"

Package 
(cm) 56*45*36 48*32*36 58*24*62 48*33*61

Pieces/box 10 6 12 6

D2D1 D1-1 D2-2

Stainless Steel Desktop Water Purifiers

Description F2 G2

Applicable water 
pressure 0.1-0.4 MPa 0.1-0.4 MPa

Filter configura-
tion PP+CTO PP+CTO

Ambient tem-
perature 5-40C 5-40C

Flow rate 1.5 l/min 1.5 l/min

Dimension 200 * 115 * 
275

345.6 * 133.7 
* 295

Description C1 C2 C3

Flow rate 150 l/h 150 l/h 150 l/h

Filter configuration PP+CTO+UF+GAC+CRM PP+CTO+UF+GAC+CRM PP+CTO+UF+GAC+CRM

Connector type 1/4" 1/4" 1/4"

Dimension 10" 10" 20"

Package (cm) 54*44*36 63*30*36 61*41*36

Pieces/box 12 5 4

F2

C1

G2

C2 C3
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Stainless Steel Water Purifiers		

T33 small E1 F1 G1-1

Description E1 F1 G1-1

Flow rate 150 l/h 150 l/h 150 l/h

Filter configuration Ceramic filter element or other filter element

Connector type 1/2" 1/2" /

Dimension 10" 10" 20"

Package (cm) 47*33*30 47*33*30 21*50*33

Pieces/box 20 20 10
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